(English)

( )
To s H I BA Air conditioner packaged unit
Outdoor unit
H EAT EXC HANGER F| N GUARD Thank you very much for purchasing Heat exchanger
fin guards for TOSHIBA air conditioner packaged unit.
INSTALLAT'ON MAN UAL Please read this Installation Manual to install the
fin guards, and perform correct works.
Model
RBM-FGUS1P-E, RBM-FGUM1P-E
. J
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SAFETY PRECAUTIONS
e Please read this “SAFETY PRECAUTIONS?” carefully to install the fin guards before starting work.
e The precautions listed here are important safety information, which must be strictly adhered to.
o After completing the installation, make sure that the unit operates properly during the trial run.
Also, inform customers that they should store this Installation Manual along with the user’s manual and Installation Manual of the
main unit of the air conditioner.
Be sure only agent or qualified service personnel to install the equipment.
WARNING . . ; ' C
Improper installation yourself will cause the fin guard to fall and result in injury.
Install accordingly to this installation instructions strictly.
CAUTION . . . L o . .
If installation or install processing is defective, it will cause refrigerant gas leakage or injury.
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CAUTION FOR INSTALLING
Install the fin guards only at position where screw holes locate. Do not open screw holes yourself, not use
screws other than specified for installation. It will damage the heat exchanger, or cause malfunctions of
electrical components or electronic components.
Be careful so as not to damage the fins and the pipes during the installation. The pipe damage will cause
A CAUTION refrigerant gas leakage.
Clean up the metal dust after the installation. Also, rust proof the installation location. The uncleared metal
dust after the installation or not rustproofed installation location will cause rust to form.
Wear gloves (3%) during the installation work.
Otherwise, it will cause injury on the parts. (3% Thick gloves like work gloves)
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1. SPECIFICATIONS
RBM-FGUS1P-E, RBM-FGUM1P-E
Wire material Material : SWRM3, Wire diameter @3.5
Surface treatment Polyethylene coating (Colour : Silky shade-munsell No.1Y8.5/0.5)
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2. PARTS (it contains the below parts.)
Model (RBM-)
No. I
° tem FGUS1P-E FGUM1P-E
@ Heat Exchanger fin guard (Right) 1 -
@) Heat Exchanger fin guard (Left) 1 2
@ @ @
©) Heat Exchanger fin guard (Rear) 1 1
Mounting screw (M5) N
@ (M5x16 with washer) 20 23
® Installation Manual This book 1 1
Mounting screw (drill screw)
©® (94.2x13L) ! "
\. J
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3. INSTALLATION METHOD

1. Heat exchanger fin guard (left, right) installation

RBM-FGUS1P-E 990W body Right Side View RBM-FGUS1P-E 990W body Left Side View
1) Before the installation, remove the 3 fixing screws in the right RBM-FGUM1P-E 1290W body Both Side View
side of the side board. 1) Insert the 6 mounting screws @ (M5x16 with washer)
2) Insert the 6 mounting screws @ (M5x16 with washer) into the into the 6 screws hole in the side of the outdoor unit and
6 screws hole in the side of the outdoor unit and fasten to fix fasten to fix the heat exchanger fin guard.

the heat exchanger fin guard.

/
Screws i .
(3 positions) \ _—— @ Mounting screws _ %
- 8 - (M5x16 with washer) _ .
] ;f:: o @/ (6 positions/side) » ['n \:ffz. o
s~ |1 [H AT /
Right side N1 InEma
of the side ! H 1 |
board \ 10 -

Y
/4,
/5
i
\

T *® Mounting screws . T
(94.2x13 drill screw)

* If missing drilling holes, Please use ® drill screw @4.2x13 instead to both side L and R.

X After completing the fin guard installation, make sure that the fin guard is fixed firmly without looseness, ratting or chatter. When the looseness, ratting or chatter observed,
adjust the screws so that the wires will stretch to a certain extent.

2. Heat exchanger fin guard (rear) installation

RBM-FGUS1P-E 990W body RBM-FGUM1P-E 1290W body

1) Insert the 6 mounting screws @ 1) As shown in the below figure, pinch the top panel and the bottom plate with
(M5 x 16 with washer) into the 6 screws wires in the top center and bottom center to hold.
holes in the rear side pillars of the Place 2 top center and bottom center wires on the outside of the top panel and
outdoor unit and fasten to fix the heat the bottom plate, while insert 2 outer top and bottom wires into the inside of
exchanger fin guard. top panel and the bottom plate to hold.

2) Insert the 6 mounting screws @ (M5x16 with washer) into the 6 screws holes
in the rear side pillars of the outdoor unit and fasten to fix the heat exchanger
fin guard.

3) Insert the 3 mounting screws (drill screws) ® (@4.2x13) to fix rear side center
pillar of outdoor unit.

Insert into inside of the top panel
(2 wires)

@@ Mounting screws
(M5x16 with washer)

(6 positions) Top ce
: ' e

*® Mounting screws : Outside of the top panel
(94.2x13 drill screw) \ / s

o~ (2 positions)

L W W W W

70|V = N W A W
-

12 2 W W0

**® Mounting screws
(drill screw)(@4.2x13)
(3 positions)

*® Mounting screws
(@4.2x13 drill screw) — i |
(2 positions)

L A W W

L WA W W W
LA VA Y L

Insert into inside of the bottom plate
* |f missing drilling holes, Please use ® drill screw @4.2x13 instead (2 wires)

to rear side.

Bottom center

S

W

X After completing the fin guard installation, make »,
sure that the fin guard is fixed firmly without
looseness, ratting or chatter. When the looseness, @ Mounting screws
ratting or chatter observed, adjust the screws so (M5x16 with washer) Outside of the bottom plate
that the wires will stretch to a certain extent. (6 positions) (2 wires)

**|f have holes (No embossment), Please use @ M5x16 with washer.
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4. INSTALLATION SPACE FOR OUTDOOR UNIT
Ensure sufficient free space surrounding the outdoor unit. If installing the unit without leaving this space, the protective function may
be activated and cease the operation. For details, follow the instructions as described in the outdoor unit Installation Manual.
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5. INSTALLATION CONFIRMATION
After completing the installation, make sure that the unit operates properly during the trial run.
. J
-2 - 1140701099 -1




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


