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Original instruction

Thank you very much for purchasing TOSHIBA Air Conditioner.
Please read this owner’s manual carefully before using your Air Conditioner.
• Be sure to obtain the “Owner’s manual” and “Installation manual” from constructor (or dealer). 

Request to constructor or dealer
• Please clearly explain the contents of the Owner’s manual and hand over it.
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 ■Fresh air intake unit Indoor Unit
1 Part names

Air discharge
Connect a discharge duct.

Air discharge
Connect a discharge duct.

Air intake
Connect a suction duct.

Air intake
Connect a suction duct.

Electrical control box
The earth screw is provided in the 
electrical control box.

Electrical control box
The earth screw is provided in the 
electrical control box.

Drain pan

Drain pan

MMD-UP048*HFP*

MMD-UP072*HFP* to UP128*HFP*
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2 Part names and functions of the remote 
controller

1 ON/OFF button
Turns on the unit when pushed, and turns off when pushed again.

2 Setting button
Sets setting temperature at the normal mode.
Changes each setting at the Operation mode, the Fan speed mode or the Wind direction mode.

3 OFF timer button
Setting the OFF timer.

4 Menu button
Selects the Operation mode select, the Fan speed select or the Wind direction select.
Each time you push the button, indicator is displayed as followings.

LCD backlight lights for 15 seconds during remote controller operation.
All indicators are displayed in the display example below.
Actually, only the selected options will be displayed.

 ■Operations

Operation lamp 
Lights during operations. 
Blinks when a check occurs or the 
protective device activates.

Normal 
operation 

mode

Operation 
mode 
select

Fan 
speed 
select

  2
 3  4    115
6

7

1

10
9

8
1 Operation mode indicator

Indicates the operation mode selected.

2 Central control indicator
Displayed when the air conditioner is controlled 
centrally and used with central control devices 
such as the central remote controller. 
If the use of the remote controller is prohibited by 
the central control,  blinks when the ON/OFF, 
MODE, or TEMP. button on the remote controller 
is pushed, and the buttons do not function. 
(Settings that can be confi gured on the remote 
controller differ depending on the mode of the 
central control. For details, read the Owner’s 
Manual of the central remote controller.)

3 Setting indicator
Indicates that the model is being checked 
automatically after a breaker is thrown or some 
other occurrence.

4 Service indicator
Displayed while the protective device works or a 
check occurs.

5 Test run indicator
Displayed during test run.

6 Temperature setting indicator
The selected set temperature is displayed.

7 Fan speed indicator
Indicates the selected fan speed

Auto
Low
Low +
Med.
Med. +
High
Fix

8 OFF timer indicator
When a trouble occurs, trouble code is displayed.

9 Pre-heat indicator
Displayed when the heating mode is energized or 
defrost cycle is initiated.
While this indication is displayed, the indoor fan 
stops or operate in fan mode.

10 Operation standby indicator
Indicates that the Super Modular Multi System 
cannot cool if a different indoor unit is heating or 
cannot heat if one is cooling; and that the Super 
Heat Recovery Multi cannot heat or cool because 
the outside temperature is outside the operating 
range.

11 Notice display
Displayed while notice code occurs.

 ■Indicators
All icons on the display are shown for this explanation. Operations are not accepted when “SETTING” is fl ashing.
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3 Operation

1 ON/OFF button
Push this button to light the operation lamp and 
start operations. 
When heating 
• The heated air comes out after a 3 to 5 minutes 

of pre-heating with the indoor fan kept turned 
off.

2 Select the operation mode
Push the Menu button several times to select the 
operation mode. 
• The current operation mode fl ashes. 

Each time you push the setting button, the 
operation mode and its icon change in the 
following order:

 
(Cooling only mode will not display: “  Auto” and 
“  Heat”) 
• If you do not push any button for 30s, the 

operation mode fi nishes.

3 Select the fan speed
Push the Menu button several times to select the 
fan speed mode.
• The current fan speed indicator fl ashes.

Each time you push the setting button, the fan 
speed mode and its indication change in the 
following order:

• Five-speed models:

• When cooling and heating operation, “AUTO” 
has the same fan speed as “High”.

• FIX “ ” is displayed for models capable of 
the fan speed setting.

• If you do not push any button for 30s, the fan 
speed mode fi nishes.

4 Select the temperature
Push the setting button to adjust the temperature.
• The temperature can be set in steps of 1.0°C.

Super Modular Multi System u series (SMMS-u)

Operating Mode Temperature setting range Factory default

Cool 13 to 25°C 18°C

Heat 18 to 30°C 25°C

Other than Super Modular Multi System u series (SMMS-u)

Operating Mode Temperature setting range Factory default

Cool
16 to 27°C

18°C

Heat 25°C

When you use the air conditioner for the fi rst time or change the settings, follow the procedures below.
From next time, pushing the ON/OFF button starts running of the air conditioner with the chosen settings.

 ■Standby
Operations are not accepted when “SETTING” is blinking.

REQUIREMENT
• Keep the power switch turned on during use.
• When you resume using the air conditioner after a long period of disuse, turn on the power switch at least 

12 hours before starting running.
• When the power is turned on, it takes about 1 minute before the remote controller becomes operable. 

This is not a malfunction.

 ■Running operation
Some operation modes are not available depending on the type of indoor unit.

Menu button Setting button ON/OFF button

Heat Cool Fan

Auto Low Low + Med. Med. + High

 ■Operation mode and function
COOL : Cools the fresh air and sends it into the room
HEAT : Heats the fresh air and sends it into the room
FAN : Sends the fresh air as it is
The fresh air intake unit controls temperature of the supply air so that it is close to the setup temperature of the 
remote controller.
However temperature of the supply air may not be close to the setup temperature according to temperature of the 
outdoor/suction air of the operation condition of the indoor units for air conditioning in one line.

REQUIREMENT

• The air conditioner with the fresh air intake unit connot control the room temperature.
• For control of the room temperature, an indoor unit for air conditioning is required separately.

 ■Use conditions
• In COOL mode, if temperature of the outdoor/suction air is under the setup temp. +3°C, FAN status is 

automatically made. 
When temperature of the outdoor/suction air is under 19°C, FAN status is also made regardless of the setup 
temperature.

• In HEAT mode, if temperature of the outdoor/suction air is over the setup temp. -3°C, FAN status is automatically 
made. 
When temperature of the outdoor/suction air is over 15°C, FAN status is also made regardless of the setup 
temperature.

°C -10 0 10 20 30 40 50

°C -10 (*1) 0 10 20 30 40 50

5

REQUIREMENT
• In “COOL” or “FAN” mode, if temperature of the outdoor/suction air is under 5°C, the operation stops 

automatically in order to protect the equipment. 
In this case, continue the operation by selecting “HEAT” mode.

• In “HEAT” mode, if temperature of the outdoor/suction air is under -10°C (*1) the operation stops automatically 
in order to protect the equipment. 
When operating the fresh air intake unit with the outdoor/suction temperature under -10°C (*1), make sure to 
control over -10°C (*1) using a duct heater (locally procured). 
For details, consult the dealer which you purchased the air conditioner. 

*1 : In the case of combining with SMMS-u outdoor unit, the temperature capable of operating is -10°C or more. 
In the case of combining with outdoor unit other than SMMS-u, the temperature capable of perating is to -5°C 
or more.

outdoor/suction
air temp.

outdoor/suction
air temp.

COOL mode
FAN COOL

HEAT FAN
HEAT mode

Setup temp

Setup temp

Setup temp. +3°C

Setup temp. -3°C

Automatic COOL 
operation starts

Automatic HEAT 
operation starts
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4 OFF timer operation
OFF timer : The indoor unit stops when the set time is reached.

1,3 2

1 OFF timer button 
Push the OFF timer button during air conditioning operation. 
• “ ” and “OFF” light and “SETTING” and timer indicator fl ash.

2 Select the OFF timer time 
Push the setting button to set the time. 
• The OFF timer time can be set to 0.5h (30 min), 1h, 2h, … up to 24h. 
• If you do not push any button for 30s, the OFF timer setting will be cancelled.

3 Push the OFF timer button 
“SETTING” disappears, the timer indicator changes from fl ashing to lighting, and the OFF timer starts. 
• The timer indicator on the OFF timer operation is displayed with countdown.

 ■Cencelling the timer

1 Push the OFF timer button.
The timer indicator disappears.

NOTE

• Even if air conditioning is turned on or off with the ON/OFF button during OFF timer operation, the OFF timer 
operation continues.

5 Installation
 ■Location

• Avoid locations where inside the ceiling is used as a route for fresh air.
• Install the fresh air intake unit considering a discharge port position. The fresh air intake unit has a different 

discharge temperature compared with the indoor unit for air conditioner.
• Avoid installing near machines emitting high frequency waves.
• Not suitable for chemical plants such as liquefi ed carbon dioxide refrigerant plants.
• Do not install the air conditioner in locations where iron or other metal dust is present. If iron or other metal dust 

adheres to or collects on the interior of the air conditioner, it may spontaneously combust and start a fi re.
• A failure may occur in certain locations such as the following:

• Areas with large amount of oil droplets (including machine oil) or vapors
• Salty areas near oceans, etc.
• Hot springs emitting sulfi dizing gas, etc.
• Heavily acidic or alkaline places. 
Special maintenance or parts are required for use in the above places. For details, contact the dealer where you 
purchased the product.

• Leave an enough space around the air intake and discharge of the outdoor unit so that the ventilation is not 
restricted.

• Avoid places where strong wind may blow against the air intake and discharge of the outdoor unit.
• Attach a snow stand, snow hood, etc. to the outdoor unit for use in snowfall areas. For details, contact the dealer 

where you purchased the product.
• Make sure drain water from the outdoor unit is emitted into places with good drainage.
• Make sure the long life prefi lter and high-effi ciency fi lter are installed in the fi lter chamber. If the long life prefi lter 

and high-effi ciency fi lter are not attached, heat exchangers etc. clogged with dust can result in water leakage. 
Attach the long life perfi lter and high-effi ciency fi lter because dust can also get into the area being air conditioned.

• Keep a distance of at least 1 m between the air conditioner / remote controller and a TV or radio. Failure to 
observe this precaution may cause visual disturbance or noise.

• Leave a distance of at least 1.5 m between the air discharge and a fi re alarm. If this precaution is not observed, 
the alarm may not work properly or detect fi re in case of fi re.

 ■Be careful of operation sounds
• Locate the unit in a place secure enough so that the sounds and vibrations do not increase.
• If something is placed near the air discharge of the outdoor unit, noise may increase.
• Be careful not to disturb your neighbors with cool / warm air or noise coming from the air discharge of the 

outdoor unit.
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6 Notes on operations and performance
 ■Check before operation

• Turn on the power switch at least 12 hours before 
starting operation.

• Make sure the earth wire is securely connected. 
• Make sure the air fi lter is attached to the indoor unit.

 ■Defrosting during heating
• If frost falls on the outdoor unit during heating, 

defrosting is automatically performed 
(for approximately 2 - 10 minutes) to increase 
the heating effect.

• The fan of the indoor unit is stopped during 
defrosting. 

 ■3-minute pretection
The outdoor unit will not operate for approximately 
3 minutes after the air conditioner has been 
immediately restarted after stopping, or the power 
switch has been turned on. This is to protect the 
system

 ■Power failure
• In the case of a power failure, all operations stop.
• To resume operations, push the ON/OFF button.

 ■Protective device 
(High pressure switch)

The high pressure switch stops the air conditioner 
automatically when excessive load is applied to the air 
conditioner. 
If the protective device activates, the unit’s running 
stops and the operation lamp blinks. 
When the protective device activates, the  indicator 
and the check code are displayed on the remote 
controller. 
The protective device may activate in the following 
cases:

During cooling
• When the air intake or air discharge of the outdoor 

unit is blocked.
• When strong wind blows continuously against the air 

discharge of the outdoor unit. 

During heating (for heat-pump model only)
• When dust or dirt is excessively adhered to the air 
fi lter of the indoor unit.

• When the air discharge of the indoor unit is blocked.

NOTE
When the protective device activates, turn off the 
power switch, remove the cause, and then restart 
running.

 ■Cooling / Heating operations
Each unit can be controlled individually. However, 
indoor units connected to the same outdoor unit cannot 
perform cooling and heating simultaneously. 
When you attempt simultaneous operation, indoor 
units performing cooling are stopped, and the running 
preparation indicator  is displayed on the remote 
controller. 
An indoor unit performing heating continues running. 
When you attempt an operation without the confi gured 
settings, the running preparation indicator  is 
displayed on the remote controller and operation stops. 
If operation is fi xed to cooling or heating by the air 
conditioner administrator, only the confi gured settings 
apply to the operation.

 ■Characteristics of heating
When the outside temperature increases, the outdoor 
unit may stop.

7 Maintenance
 WARNING

For daily maintenance including Air Filter cleaning, make sure to ask the qualifi ed service person 
particularly following models as the maintenance requires high-place work;

 CAUTION

Do not push buttons with wet hands.
Doing so may result in electric shock.

Cleaning the air fi lters
• Ask qualifi ed service person to clean the fi lters for the models listed in the warning on the top of this chapter.
• Clogged fi lters may lower the cooling and heating performance.

 ▼ Long life prefi lter
Remove dust with a vacuum cleaner or rinse it off 
with water.
• If excessively dirty, it can be cleaned effectively by 

washing it with a soft brush and neutral detergent. 
• After washing with water, drain off the water and dry 

it in the shade.

REQUIREMENT
• Do not wash with water that is over 50°C.

This may cause discoloration or deformation.
• Do not expose to fi re. Doing so could cause a fi re.

 ▼ High-effi ciency fi lter
Replace it when it is time for replacement. 
When cleaning the long life prefi lter, check the dust 
collecting status and the reduction in air volume for the 
high-effi ciency fi lter, then replace the prefi lter when it 
is time for replacement (approximately 2500 hours of 
operation is recommended). 
Note that the high-effi ciency fi lter cannot be washed 
with water and reused. 
However, the lifetime of the high-effi ciency fi lter may 
be shortened depending on the intake air condition.
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 ■Cleaning the indoor unit and 
remote controller

• Ask qualifi ed service person to clean the indoor units 
for the models listed in the warning on the top of this 
chapter.

• Wipe with a dry, soft cloth.
• Do not use benzine, thinner, scouring powder, 

chemical cloth, etc. as those may cause deformation 
or breakage.

 ■If unused for over a month
• Leave the fan on for half a day or so to dry the inside.
• Turn off the main power switch.
• Clean the air fi lter and then attach it.

 ■Periodic inspection
• After being used for a long period of time, the parts 

may deteriorate or malfunction, or the drainage 
may worsen, due to heat, moisture, dust, or general 
usage.

• In addition to the maintenance, it is recommended 
that you have a inspection (charges apply) performed 
by the dealer where you purchased the unit, etc.

 ■Before the cooling / heating 
season

Ask a qualifi ed service person to clean the drain 
pan.

 CAUTION
Clean the drain pan 
Without cleaning, the drain pan may be fi lled with 
waste, and water may overfl ow onto the ceiling or fl oor.

8 Troubleshooting
When the following symptoms are found, check the points described below before asking repair servicing.

Symptom Cause

It 
is

 n
ot

 a
 fa

ilu
re

.

Outdoor unit

• White misty cold air or water 
is out.

• Fan of the outdoor unit stops automatically and performs 
defrost operation.

• Sometimes, noise of air leak 
is heard.

• Solenoid valve works when defrost operation starts or 
fi nishes.

Indoor unit

• “Swish” sound is heard 
sometimes.

• When the operation has started, during the operation, or 
immediately after the operation has stopped, a sound such 
as water fl ows may be heard, and the operation sound 
may become larger for 2 or 3 minutes immediately after the 
operation has started. They are fl owing sound of refrigerant 
or draining sound of dehumidifi er.

• Slight clacking sound is 
heard.

• This is sound generated when heat exchanger, etc. expand 
and contract slightly due to change of temperature.

• “ ” indication is lit.
• When cooling operation cannot be performed because 

another indoor unit performs heating operation.
• Is outdoor/suction temperature out of operation temperature 

range?

• “ ” indication is lit. • When the manager of the air conditioner has fi xed the 
operation to COOL or HEAT, and an operation contray to the 
setup operation is performed.

• “ ” indication is lit. • When stopping the fan to prevent cool air blow at starting 
heating.

• Sound or cool air is output 
from the stand by indoor unit.

• Since refrigerant is fl owed temporarily to prevent stay of oil 
or refrigerant in the stand by indoor unit, sound of fl owing 
refrigerant, may be heard or white steam when other indoor 
unit operates in HEAT mode, and cold air in COOL mode 
may be blow-out.

• When power of the air conditioner is turned 
on, “Ticktock” sound is heard.

• Sound is generated when the expansion valve operates 
when power has been turned on.

• LCD blurs when it is touched. • LCD may temporarily blur by static electricity.

C
he

ck
 a

ga
in

.

Stops automatically. • Is the timer “OFF”?

Does not operate.

• Is it a power failure? 
• Is the power switch turned off? 
• Is the power fuse or breaker blown?
• Has the protective device operated? (The operation lamp 

goes on.)
• Is the timer “ON”? (The operation lamp goes on.)
• Are COOL and HEAT selected simultaneously? 
• (“ ” indication is lit on the display of the remote controller.)
• Is the outdoor/suction air temperature outside of operating 

temperature range? The operation is automatically stopped 
(“ ”on the remote controller display turms on).

If only fan operation is performed
• Is the outdoor/suction air temperature outside of operating 

temperature range for cooling and heating? The operation is 
automatically switched to the fan mode.
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 ■Confi rmation and check
If a problem occurs with the air 
conditioner, the OFF timer indicator 
alternately shows the check code 
and the indoor Unit No. in which the 
problem occurred.

 ■Troubleshooting history and confi rmation
You can check the troubleshooting history with the following procedure if a problem occurs with the air conditioner.
(The troubleshooting history records up to 4 incidents.)
You can check it during operation or when operation is stopped.
• If you check the troubleshooting history during OFF timer operation, the OFF timer will be canceled.

Procedure Description of operation

1

Push the OFF timer button for over 10 seconds 
and the indicators appear as an image indicating 
the troubleshooting history mode has been 
entered. If [  Service check] is displayed, the 
mode enters in the troubleshooting history mode.
• [01: Order of troubleshooting history] appears in 

the temperature indicator.
• The OFF timer indicator alternately shows the 

[check code] and the [indoor Unit No. ] in which 
the problem occurred.

2

Each time the setting button is pushed, the 
recorded troubleshooting history is displayed in 
sequence. The troubleshooting history appears in 
order from [01] (newest) to [04] (oldest).

 CAUTION
In the troubleshooting history mode, DO NOT push 
the Menu button for over 10 seconds, doing so 
deletes the entire troubleshooting history of the 
indoor unit.

3

After you have fi nished checking, push the ON/
OFF button to return to the regular mode.
• If the air conditioner is operating, it remains 

operated even after the ON/OFF button has 
been pushed. To stop its operation, push the 
ON/OFF button again.

Check code The indoor Unit No. in which 
the problem occurred.

9 Specifi cations 

Model
Sound pressure level (dBA)

Weight (kg)
Cooling Heating

MMD-UP0481HFP-E 36 36 44
MMD-UP0721HFP-E1 38 38 99
MMD-UP0961HFP-E1 40 40 99
MMD-UP1121HFP-E1 42 42 99
MMD-UP1281HFP-E1 44 44 99

Product information of ecodesign requirements. (Regulation (EU) 2016/2281)
http://ecodesign.toshiba-airconditioning.eu/en
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Declaration of Conformity
Manufacturer: Toshiba Carrier (Thailand) Co., Ltd.

144/9 Moo 5, Bangkadi Industrial Park, Tivanon road, Tambol Bangkadi, 
Amphur Muang, Pathumthani 12000, Thailand 

TCF holder: TOSHIBA CARRIER EUROPE S.A.S
Route de Thil 01120 Montluel FRANCE

Hereby declares that the machinery described below:

Generic Denomination: Air Conditioner

Model/type: MMD-UP0481HFP-E, MMD-UP0721HFP-E1,
MMD-UP0961HFP-E1, MMD-UP1121HFP-E1,
MMD-UP1281HFP-E1

Commercial name: Super Modular Multi System Air Conditioner
Super Heat Recovery Multi System Air Conditioner
Mini-Super Modular Multi System Air Conditioner (MiNi-SMMS series)

Complies with the provisions of the Machinery Directive (Directive 2006/42/EC) and the regulations transposing 
into national law

Name: Masaru Takeyama
Position: GM, Quality Assurance Dept.
Date: 3 September, 2021
Place Issued: Thailand

NOTE

This declaration becomes invalid if technical or operational modifications are introduced without the 
manufacturer’s consent.

Declaration of Conformity
Manufacturer: Toshiba Carrier (Thailand) Co., Ltd.

144/9 Moo 5, Bangkadi Industrial Park, Tivanon road, Tambol Bangkadi, 
Amphur Muang, Pathumthani 12000, Thailand 

TCF holder: TOSHIBA CARRIER UK LTD.
Porsham Close Belliver Industrial Estate Roborough Plymouth Devon 
PL6 7DB United Kingdom

Hereby declares that the machinery described below:

Generic Denomination: Air Conditioner

Model/type: MMD-UP0481HFP-E, MMD-UP0721HFP-E1,
MMD-UP0961HFP-E1, MMD-UP1121HFP-E1,
MMD-UP1281HFP-E1

Commercial name: Super Modular Multi System Air Conditioner
Super Heat Recovery Multi System Air Conditioner
Mini-Super Modular Multi System Air Conditioner (MiNi-SMMS series)

Complies with the provisions of the Supply of Machinery (Safety) Regulations 2008

Name: Masaru Takeyama
Position: GM, Quality Assurance Dept.
Date: 3 September, 2021
Place Issued: Thailand

NOTE

This declaration becomes invalid if technical or operational modifications are introduced without the 
manufacturer’s consent.
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