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PRODUCT BULLETIN
New LC DX Air Curtain Range

w New Fan Assembly with EC Motor
w Compliant to ErP2015
w Compatible with DI, SDI & VRF Outdoor Units

*Available to Order January 2015*
are pleased to confirm the introduction of our New LC DX Air Curtain model range supplied
ith electronically commutated (EC) motors. The fan and motor assembly fitted to the RAV-CT Air Curtain

ange fully compliant with ErP 2015 directive (Commission Regulation (EU) No 327/2011) and can be

atched to Digital Inverter, Super Digital Inverter and VRF outdoor units.

1. Product Features

 Available in 3 styles; Built-in (BH), Free Hanging (CH), Cassette (UH)
 Available in 4 door widths; 1.0m, 1.5m, 2.0m & 2.5m
 Two types of each model; Standard door height (M) and High door height (L)
 Operates in Heating or Fan only modes
 Efficient EC Fan motor with 3 fan speeds; High, Medium, Low
 Defrost tray as standard
 Integrated DX interface pre-wired with DN-Codes factory set
 Flare nut connections to refrigerant circuit
 Compatible with Toshiba control accessories
 Controlled using Toshiba remote controller (NOT SUPPLIED)

2. PRODUCT LINE UP / SPECIFICATIONS

Air Curtain Built-in unit (BH) Details

 Suitable for installation in the ceiling space above the door, only the
inlet grille and discharge outlet will be visible

 Available in door widths from 1.0m to 2.5m
 2 versions: M (Max. door height 3.0m) & L (Max. door height 3.2m)

Specification

Model
Code

Outdoor
Sizing

HP

Heating
Capacity

(kW)

Air flow
rate

(m3/h)

Power Input
Fan only

(kW)

Door
Width
(mm)

Max Door
Height

(m)

Unit
Weight

(kg)

Sound
Pressure

(dBA)

RAV-CT101BH-M 3.0 8.0 1600 0.35 1000 3.0 71 54

RAV-CT101BH-L 3.0 8.0 2210 0.53 1000 3.2 74 55

RAV-CT151BH-M 4.0 11.2 2400 0.53 1500 3.0 105 55

RAV-CT151BH-L 4.0 11.2 2950 0.70 1500 3.2 108 56

RAV-CT201BH-M 5.0 14.0 3200 0.70 2000 3.0 129 56

RAV-CT201BH-L 5.0 14.0 4420 1.05 2000 3.2 135 57

RAV-CT251BH-M 6.0 16.0 4000 0.88 2500 3.0 170 57

RAV-CT251BH-L 6.0 16.0 5160 1.23 2500 3.2 176 58



Air Curtain Free-Hanging unit (CH) Details

 Suitable for installation above the door where whole unit will be
visible

 Available in door widths from 1.0m to 2.5m
 2 versions: M (Max. door height 3.0m) & L (Max. door height 3.2m)

Specification

Model
Code

Outdoor
Sizing

HP

Heating
Capacity

(kW)

Air flow
rate

(m3/h)

Power Input
Fan only

(kW)

Door
Width
(mm)

Max Door
Height

(m)

Unit
Weight

(kg)

Sound
Pressure

(dBA)

RAV-CT101CH-M 3.0 8.0 1600 0.35 1000 3.0 48 54

RAV-CT101CH-L 3.0 8.0 2210 0.53 1000 3.2 51 55

RAV-CT151CH-M 4.0 11.2 2400 0.53 1500 3.0 77 55

RAV-CT151CH-L 4.0 11.2 2950 0.70 1500 3.2 80 56

RAV-CT201CH-M 5.0 14.0 3200 0.70 2000 3.0 101 56

RAV-CT201CH-L 5.0 14.0 4420 1.05 2000 3.2 107 57

RAV-CT251CH-M 6.0 16.0 4000 0.88 2500 3.0 132 57

RAV-CT251CH-L 6.0 16.0 5160 1.23 2500 3.2 138 58

Air Curtain Cassette unit (UH) Details

 Suitable for installation where the ceiling space is limited above the
door and full panel will is visible

 Available in door widths from 1.0m to 2.5m
 2 versions: M (Max. door height 3.0m) L (Max. door height 3.2m)

Specification

Model
Code

Outdoor
Sizing

HP

Heating
Capacity

(kW)

Air flow
rate

(m3/h)

Power Input
Fan only

(kW)

Door
Width
(mm)

Max Door
Height

(m)

Unit
Weight

(kg)

Sound
Pressure

(dBA)

RAV-CT101UH-M 3.0 8.0 1600 0.35 1000 3.0 40 54

RAV-CT101UH-L 3.0 8.0 2210 0.53 1000 3.2 43 55

RAV-CT151UH-M 4.0 11.2 2400 0.53 1500 3.0 95 55

RAV-CT151UH-L 4.0 11.2 2950 0.70 1500 3.2 98 56

RAV-CT201UH-M 5.0 14.0 3200 0.70 2000 3.0 99 56

RAV-CT201UH-L 5.0 14.0 4420 1.05 2000 3.2 105 57

RAV-CT251UH-M 6.0 16.0 4000 0.88 2500 3.0 120 57

RAV-CT251UH-L 6.0 16.0 5160 1.23 2500 3.2 126 58

Heating capacity and Air flow rate data shown is based on the following Conditions: -
Heating (Rated): Indoor air temperature 20°C DB, Outdoor air temperature 7°C DB / 6°C WB



Corresponding Outdoor Unit

Model Code
(BH / CH / UH)

Door Width
(mm)

Max Door Height
(m)

Outdoor
DI

DI
COP

Outdoor
SDI

SDI
COP

RAV-CT101**-M 1000 3.0 RAV-SM804ATP-E 2.83 RAV-SP804AT-E 3.06

RAV-CT101**-L 1000 3.2 RAV-SM804ATP-E 2.84 RAV-SP804AT-E 3.09

RAV-CT151**-M 1500 3.0 RAV-SM1104ATP-E 3.15 RAV-SP1104AT(8)-E 3.39

RAV-CT151**-L 1500 3.2 RAV-SM1104ATP-E 3.21 RAV-SP1104AT(8)-E 3.45

RAV-CT201**-M 2000 3.0 RAV-SM1404ATP-E 3.03 RAV-SP1404AT(8)-E 3.20

RAV-CT201**-L 2000 3.2 RAV-SM1404ATP-E 3.09 RAV-SP1404AT(8)-E 3.26

RAV-CT251**-M 2500 3.0 RAV-SM1603AT-E 2.86 RAV-SP1604AT(8)-E 2.92

RAV-CT251**-L 2500 3.2 RAV-SM1603AT-E 2.91 RAV-SP1604AT(8)-E 2.97

VRF Interface Outdoor Units

MMD-0DH1 RAV-CT101-251**-M/L (all of above) MiNi SMMS, SMMSi & SHRMi

3. Optional Products

 RBC-AMT32E Wired remote controller
 TCB-EXS21TLE Schedule and Weekly Timer accessory
 RBC-AMS41E Wired remote controller with weekly timer
 RBC-AS41E Simplified wired remote controller
 RBC-AMS51-ES Lite-Vision plus remote controller
 TCB-AX32E2 Wireless remote controller and receiver
 TCB-PCNT30TLE2 TCC-Link interface connects to Toshiba BMS controls
 TCB-TC21LE2 Remote air sensor

4. Factory Production Date

Latest Air Curtains models are available to order from January 2015 and production schedule and delivery
period will be advised at the time of order.

For further information please contact our customer support team on 0870 843 0333, your local representative,
your supplier of products or email any enquiries to: -
general.enquiries@toshiba-ac.com

mailto:general.enquiries@toshiba-ac.com

