
PRODUCT BULLETIN

New WiFi Network Controllers

w IntesisHome Universal IS-IR-WiFi-1 Device for RAS Infra-red Remote Controller
w IntesisHome TC-RO-WiFi-1 Device for VRF/DI/SDI wired to A + B Connections
w Compatible with all Current Indoor Units RAS/VRF/DI/SDI

w Available to purchase direct from Toshiba
are pleased to confirm the introduction of the New IntesisHome Universal IS-IR-WiFi for
Residential indoor models operating with infra-red remote controllers and TC-RO-WiFi-1 for Light Commercial
and VRF indoor models connected to A + B terminals for RAV and VRF products to enable control through

the Internet using a PC, Tablet or Smartphone.

1. Product Features

 Control your air conditioner from anywhere with your Smartphone, Tablet or Com
 IS-IR-WiFi-1 compatible with most Residential systems with wireless remote con
 TO-RC-WiFi-1 compatible with most VRF/DI/SDI systems using A + B wired c
 Control and monitor: On/Off, Mode, Set Temp., Room Temp., Fan Speed & Louv
 Power supply includes UK adapter
 Easy to install: Wall or desktop mounted
 Attractive design
 ON/OFF status and mode indicated by LED light
 Automatic firmware updates
 Learning Mode to identify your particular system automatically

2. Connection

3. How to Purchase

 Order an IntesisHome device direct from Toshiba in accordance with our normal
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4. Installation

 Power the IntesisHome controller
 Configure the Wi-Fi settings
 Create an account and Register your Universal Controller at Intesishome.com
 Proceed to the learning mode
 Use the App or Web control. For more details go to http://intesishome.com/

5. Indoor Model Compatibility List

Residential Type Indoor Model

Current
Models

High Wall

RAS-*7SKV-E5

RAS-*7SKV-E6

RAS-*PKVP-E

RAS-*G2KVP-E

Multi-split
RAS-B*N3KV2-E

RAS-M*SMUV-E

Bi-Flow RAS-B*UFV-E

Superseded High Wall RAS-B*N3KVP-E

Commercial Type Indoor Model

Current
Models

High Wall RAV-SM*KRT-E

4-Way Compact Cassette RAV-SM*MUT-E

4-Way Cassette RAV-SM*UTP-E

Ceiling RAV-SM*CTP-E

Slim Ducted RAV-SM*SDT-E

Ducted RAV-SM*BT-E

High Static Ducted RAV-SM*DT-E

Business Type Indoor Model

High Wall MMK-AP*H

High Wall MMK-AP*MH-E

4-Way Compact Cassette MMU-AP*MH-E

4-Way Cassette MMU-AP*HP-E

1-Way Cassette MMU-AP*SH-E

2-Way Cassette MMU-AP*WH

Ceiling Suspended MMC-AP*H-E

1-Way Cassette MMU-AP*YH-E

Slim Ducted MMD-AP*SPH-E

Standard Ducted MMD-AP*BHP-E

High Static Ducted MMD-AP*H-E

Concealed Chassis MML-AP*BH-E

Floor Mounted Console MML-AP*H-E

Bi-Flow Console MML-AP*NH-E

Floor Mounted Cabinet MMF-AP*H-E

Fresh Air Intake MMD-AP*HFE

Note: the IntesisHome Universal IS-IR-WiFi-1 Device is compatible with some older RAS models please consult
http://www.intesishome.com/docs/IntesisHome_IS-IR-WIFI-1_Compatibility_List.pdf

6. Technical Notes

There are some limitations to the functionality of the IntesisHome solution.
 The Louvre Function does not support the Fix Position setting of the Louvre (Auto and Swing is

Supported).
 Please do not use the Built-in Timer in the Toshiba Remote Controller and the Scheduling Function

in the IntesisHome Apps/Web at the same time. It must be strictly one or the other.
 The TO-RC-WiFi-1 is not compatible with the RBC-AMS51E-ES remote controller.

http://intesishome.com/


TECHNICAL SPECIFICATION

IntesisHome
®

IS-IR-WIFI-1

Enclosure
ABS (V-0, 5VB) 2.1 mm thickness
PC (V-2) 1 mm thickness

Dimensions 81 x 78 x 28 mm

Weight 76 g

Colour White

Power supply 5VDC 0.2 A NEC Class 2 or Limited Power Source (LPS) and SELV rated Power supply

Mounting Wall

LED indicators 1 x Device status

Operating
Temperature

From 0°C to 40°C

Operating humidity <93% HR, no condensation

Stock humidity <93% HR, no condensation

RoHS conformity Compliant with RoHS directive (2002/95/CE).

Certifications

CE conformity to EMC directive (2004/108/EC) and Low-voltage directive (2006/95/EC)
 EN 60950-1
 EN 301489-1 v1.8.1
 EN 301489-17 v2.1.1
 EN 300328

TECHNICAL SPECIFICATION

IntesisHome
®

TO-RC-WIFI-1

Enclosure ABS (UL 94 HB). 2,5 mm thickness

Dimensions 70 x 108 x 28 mm

Weight 80g

Colour White

Power supply
12V, 55mA typical
Doesn’t require external power supply (supplied by the AC Unit)

Mounting Wall

LED indicators 1 x Device status

Operating
Temperature

From 0°C to 40°C

Operating humidity <93% HR, no condensation

Stock humidity <93% HR, no condensation

RoHS conformity Compliant with RoHS directive (2002/95/CE).

Certifications

CE conformity to EMC directive (2004/108/EC) and Low-voltage directive (2006/95/EC)
 EN 60950-1
 EN 301489-1 v1.8.1
 EN 301489-17 v2.1.1

For further information please contact our customer support team on 0870 843 0333, your local representative,
your supplier of products or email any enquiries to: -
general.enquiries@toshiba-ac.com


