
New RAS Seiya High Wall Inverter Heat Pump

Product Bulletin
Air Conditioning offering total HVAC Solutions

are pleased to announce the launch of the NEW R32 RAS Seiya High Wall inverter heat pump split system to 
join the small commercial line-up. 

Wi-Fi Wireless Adapter for RAS 

RB-N101S-G Without connector cable 

RB-N102S-G With connector cable 

1. Line Up 

Indoor Model Wi-Fi Adapter Outdoor Model Cooling Capacity (KW) Heating Capacity (kW) 

RAS-B05J2KVG-E RB-N102S-G RAS-05J2AVG-E 1.5 2.0 

RAS-B07J2KVG-E RB-N102S-G RAS-07J2AVG-E 2.0 2.5 

RAS-B10J2KVG-E RB-N102S-G RAS-10J2AVG-E 2.5 3.2 

RAS-B13J2KVG-E RB-N102S-G RAS-13J2AVG-E 3.3 3.6 

RAS-B16J2KVG-E RB-N102S-G RAS-16J2AVG-E 4.2 5.0 

RAS-18J2KVG-E RB-N102S-G RAS-18J2AVG-E 5.0 5.4 

RAS-24J2KVG-E RB-N101S-G RAS-24J2AVG-E 6.5 7.0 

2. Availability 

 Early Q3 2019 

3. Features 

New indoor unit appearance, additional control features and compatible with wireless adapter for smart control Wi-Fi 

via mobile application. Indoor models 5~16 pre-fixed “B” code are connectable to single split 1:1 and Inverter Multi-split 

system. Dustless heat-exchanger, EZ easy service construction and higher cooling energy efficiency A++ with extended 

operation to -15℃ outdoor temperature for heating and cooling.

 Standard features: Swing Louvre, Hi-Power, Eco, Off Timer, Self-cleaning, Quiet FCU, Silence CDU, Manual Defrost, 
Self-Diagnosis, Heating only compatibility. 

 Extra features by accessory remote controller: Power Select, Comfort Sleep, On-Off Timer, 8℃, Weekly Timer. 

 Extra features by wireless adapter: Smart control Wi-Fi via mobile application, Temperature Monitoring, Fireplace, 
Power Select, On-Off Timer, 8℃, Weekly Schedule, all ACs and group control. 

RB-N101S-G RB-N102S-G

Wireless Adapters 

Download Toshiba AC Control App
for your Android and iOS smartphone 
from GooglePlay or the App Store
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Product Bulletin

Specifications

oor Unit RAS- B05J2KVG-E B07J2KVG-E B10J2KVG-E B13J2KVG-E B16J2KVG-E 18J2KVG-E 24J2KVG-E 

tdoor Unit RAS- 05J2AVG-E 07J2AVG-E 10J2AVG-E 13J2AVG-E 16J2AVG-E 18J2AVG-E 24J2AVG-E 

minal Cooling Capacity kW 1.5 2.0 2.5 3.3 4.2 5.0 6.5 

Heating Capacity kW 2.0 2.5 3.2 3.6 5.0 5.4 7.0 

EER/COP W/W 4.05/4.26 3.77/3.91 3.25/3.72 3.00/3.91 3.00/3.57 3.23/3.38 2.89/3.33 

 Cooling Total/Sensible kW 1.47/1.22 1.95/1.57 2.44/1.93 3.22/2.49 4.49/3.36 4.88/3.57 6.35/4.40 

Heating kW 1.18 1.60 2.03 2.20 3.33 3.34 4.31 

oling EN14825 Range Min. - Max. kW 0.75 - 2.00 0.76 - 2.60 0.80 - 3.00 1.00 - 3.60 1.20 - 4.7 1.3 - 5.5 1.6 - 7.2 

Power Input kW 0.37 0.53 0.77 1.10 1.40 1.55 2.25 

Pdesign kW 1.5 2 2.5 3.3 4.2 5.0 6.5 

SEER/Energy Efficiency Class 6.10/A++ 6.10/A++ 6.10/A++ 6.10/A++ 6.10/A++ 6.30/A++ 6.10/A++ 

Seasonal Energy Consumption kWh/a 86 115 143 189 241 278 373 

ating EN14825 Range Min. - Max. kW 0.90 - 3.00 0.92 - 3.30 1.00 - 3.90 1.10 - 4.50 1.30 - 6.00 1.0 - 6.0 1.6 - 8.1 

Power Input kW 0.47 0.64 0.86 0.92 1.40 1.60 2.10 

Pdesign kW 1.6 2.0 2.4 2.8 3.6 3.8 5.4 

SCOP/Energy Efficiency Class 4.00/A+ 4.00/A+ 4.00/A+ 4.00/A+ 4.00/A+ 4.00/A+ 4.00/A+ 

Seasonal Energy Consumption kWh/a 560 699 839 980 1259 1329 1890 

oor Data RAS- B05J2KVG-E B07J2KVG-E B10J2KVG-E B13J2KVG-E B16J2KVG-E 18J2KVG-E 24J2KVG-E 

 Flow High - Low l/s 145 - 65 148 - 65 153 - 67 172 - 73 213 - 92 233 - 133 298 - 185 

High - Low m3/h 522 - 234 534 - 234 552 - 240 618 - 264 768 - 330 840 - 480 1074 - 666 

und Pressure High - Low dB(A) 37 - 19 38 - 20 39 - 21 42 - 21 43 - 22 48 - 32 48 - 35 

Power High - Low dB(A) 52 - 34 53 - 35 54 - 36 56 - 36 58 - 37 63 - 47 63 - 50 

it Height x Width x Depth mm 293 x 798 x 230 293 x 798 x 230 293 x 798 x 230 293 x 798 x 230 293 x 798 x 230 293 x 798 x 230 320x1050x250

Weight kg 9.00 9.00 9.00 9.00 10.00 9.00 14.00 

e Connection Flare Connections (gas - liquid) inch 3/8" - 1/4" 3/8" - 1/4" 3/8" - 1/4" 3/8" - 1/4" 1/2" - 1/4" 1/2" - 1/4" 1/2" - 1/4" 

Drain Pipe Connection OD/ID mm 1.14 16/14 16/14 16/14 16/14 16/14 16/14 

mote controller WH-UC01NE WH-UC01NE WH-UC01NE WH-UC01NE WH-UC01NE WH-UC01NE WH-UC01NE 

tdoor Data RAS- 05J2AVG-E 07J2AVG-E 10J2AVG-E 13J2AVG-E 16J2AVG-E 18J2AVG-E 24J2AVG-E 

erating range Cooling/Heating °C -15~46/-15~24 -15~46/-15~24 -15~46/-15~24 -15~46/-15~24 -15~46/-15~24 -15~46/-15~24 -15~46/-15~24

 Flow High m3/h - l/s 1800 - 500 1800 - 500 1800 - 500 1980 - 550 2160 - 600 2160 - 600 2220 - 617 

und Pressure High Cooling/Heating dB(A) 46 - 48 46 - 48 48 - 50 48 - 50 49 - 51 50 - 52 55 - 55 

Power High Cooling/Heating dB(A) 61 - 63 61 - 63 63 - 65 63 - 65 64 - 66 65 - 67 70 - 70 

it Height x Width x Depth mm 530 x 660 x 240 530 x 660 x 240 530 x 660 x 240 530 x 660 x 240 550x780x290 550x780x290 550x780x290 

Weight kg 22 22 23 24 30 34 38 

e Connection Flare Connections (gas-liquid) inch 3/8" - 1/4" 3/8" - 1/4" 3/8" - 1/4" 3/8" - 1/4" 1/2" - 1/4" 1/2" - 1/4" 1/2" - 1/4" 

Min.-Max. Length m 2-15 2-15 2-15 2-15 2-20 2-20 2-20 

Maximum Height Difference m ±12 ±12 ±12 ±12 ±12 ±12 ±12 

Drain Port Connection mm 16 16 16 16 16 16 16 

frigerant R32 Base Charge/Chargeless Length m 0.4/15 0.4/15 0.43/15 0.46/15 0.62/15 0.88/15 1.08/15 

Additional Charge g/m 0 0 0 0 20 20 20 

n Current Maximum Amps 2.40 3.25 4.20 5.50 7.19 7.50 10.55 

wer Cable Outdoor to Indoor 3 core + earth 3 core + earth 3 core + earth 3 core + earth 3 core + earth 3 core + earth 3 core + earth

wer Supply Suggested Fuse Size V/ph/Hz-A 220-240/1/50-10 220-240/1/50-10 220-240/1/50-10 220-240/1/50-10 220-240/1/50-16 220-240/1/50-16 220-240/1/50-16

For further information please contact our customer support team on 0870 843 0333, your local representative,
your supplier of                                   products or email any enquiries to: - general.enquiries@toshiba-ac.com
Air Conditioning offering total HVAC Solutions


