
are pleased to announce the launch of the new RAV R32 Super Digital Inverter 3-PH outdoor units to join 
the light commercial system line up including new 6HP model 4-Way Cassette, Ceiling and Ducted indoor units. 

1. Line Up 

OUTDOOR HP Cooling Capacity kW Heating Capacity kW 

RAV-GP1101AT8-E 4 10.0 11.2 

RAV-GP1401AT8-E 5 12.5 14.0 

RAV-GP1601AT8-E 6 14.0 16.0 

INDOOR HP Cooling Capacity kW Heating Capacity kW 

RAV-RM1601UTP-E 6 14.0 16.0 

RAV-RM1601BTP-E 6 14.0 16.0 

RAV-RM1601CTP-E 6 14.0 16.0 

2. Production 

 Outdoor units 4~6HP TCC Japan 
 Indoor units 6HP TCTC Thailand 

3. Availability 

 Mid-June Q2 2019 

4. Features 

 R32 refrigerant GWP 675 
 Reduced refrigerant charge 2.6 kg (current models 3.1 kg) 
 New compressor 
 Outdoor unit connectable indoors Twin, Triple and Quad* combinations 

New RAV R32 Super Digital Inverter 3-PH
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* Data to be released later 



Air Conditioning offering total HVAC Solutions

5. Preliminary Specifications

Indoor unit 4-Way Cassette RAV-RM1101UTP-E RAV-RM1401UTP-E RAV-RM1601UTP-E 

Outdoor unit RAV-GP1101AT8-E RAV-GP1401AT8-E RAV-GP1601AT8-E 

Cooling capacity kW 10,0 12,5 14.0 

Cooling range (min. - max.) kW 2,6 - 12,0 2,6 - 14,0 2,6 - 16,0 

Power input (min. - rated - max.) kW C 0,66 -2,32- 3,60 0,66 - 3,42 - 4,40 0,66 - 4,34 - 5.70 

EER 4.31 3,65 3,23 

SEER 7.1 7,01 6,72 

Energy efficiency class or ηsc % C A++ 277.4 265.8 

Seasonal electricity consumption kWh/a C 492 1069 1249 

Heating capacity kW 11.2 14,0 16.0 

Heating range (min. - max.) kW 2,4 - 15,6 2,4 - 18,0 2,4 - 19,0 

Power input (min. - rated - max.) kW H 0,53 -2,41 - 4,30 0,53 -3,41 - 5,50 0,53 -4,28 - 6.51 

COP W/W 4.65 4,11 3,74 

SCOP 4.36 4,36 4,36 

Energy efficiency class or ηsh(A) % H A+ 171.4 171.4 

Seasonal electricity consumption kWh/a H 3047 3049 3049 

Outdoor unit RAV-GP1101AT8-E RAV-GP1401AT8-E RAV-GP1601AT8-E 

Air Flow m3/h -l/s 6060 - 1683 6180 - 1717 6180 - 1717 

Sound pressure level dB(A) C 49 51 51 

Sound power level  dB(A) C 66 68 68 

Operating range °C C -15 / 46 -15 / 46 -15 / 46 

Sound pressure level dB(A) H  50 52 53 

Sound power level  dB(A) H  67 69 70 

Operating range °C H  -20 / 15 -20 / 15 -20 / 15 

Dimensions (HxWxD) mm 1340 x 900 x 320 1340 x 900 x 320 1340 x 900 x 320 

Weight kg 95 95 95 

Compressor type DC Twin Rotary DC Twin Rotary DC Twin Rotary 

Flare connection Gas in 5/8 5/8 5/8 

Flare connection Liquid in 3/8 3/8 3/8 

Minimum pipe length m 3 3 3 

Maximum pipe length m 75 75 75 

Maximum height difference m 30 30 30 

Chargeless pipe length m 30 30 30 

Power supply V-ph-Hz   380/415-3N-50 380/415-3N-50 380/415-3N-50 

Type 4-Way Cassette Ceiling Ducted 

Indoor unit RAV-RM1601UTP-E RAV-RM1601CTP-E RAV-RM1601BTP-E 

Air Flow (H/L) m3/h -l/s 2130/1260  -  592/350 2040/1260 - 567/350 2100/1260 - 583/350 

Sound pressure level (H-M-L) dB(A) 45-40-36 46-42-36 40-36-33 

Sound power level (H-M-L) dB(A) 60-55-51 61-57-51 55-51-48 

Dimensions (HxWxD) mm 319 × 840 × 840 235 x 1586 x690 275 x 1400 x 750 

Weight kg 24 37 40 

Panel dimensions (HxWxD) mm 30×950×950 - - 

Panel weight kg 4.2 - - 
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Indoor unit Ducted RAV-RM1101BTP-E RAV-RM1401BTP-E RAV-RM1601BTP-E 

Outdoor unit RAV-GP1101AT8-E RAV-GP1401AT8-E RAV-GP1601AT8-E 

Cooling capacity kW 10.0 12.5 14.0 

Cooling range (min. - max.) kW 2.6 - 12.0 2.6 - 14.0 2.6 - 16.0 

Power input (min. - rated - max.) kW C 0.66 - 2.58 - 4.01 0.66 - 3.81 - 4.89 0.66 - 4.49 - 6.50 

EER 3.88 3.28 3.12 

SEER 5.70 5.48 5.36 

Energy efficiency class or ηsc % C A+ 216.2 211.4 

Seasonal electricity consumption kWh/a C 613 1366 1566 

Heating capacity kW 11.2 14.0 16 

Heating range (min. - max.) kW 2.4 - 15.6 2.4 - 18.0 2.4 - 19.0 

Power input (min. - rated - max.) kW H 0.53 - 2.76 - 4.42 0.53 - 3.66 - 5.71 0.53 - 4.57 - 6.96 

COP W/W 4.06 3.83 3.50 

SCOP 4.14 3.95 3.93 

Energy efficiency class or ηsh(A) % H A+ 155.0 154.2 

Seasonal electricity consumption kWh/a H 3644 4176 4271 

Indoor unit Ceiling RAV-RM1101CTP-E RAV-RM1401CTP-E RAV-RM1601CTP-E 

Outdoor unit RAV-GP1101AT8-E RAV-GP1401AT8-E RAV-GP1601AT8-E 

Cooling capacity kW 10.0 12.5 14.0 

Cooling range (min. - max.) kW 2.6 -12.0 2.6 - 14.0 2.6 - 16.0 

Power input kW C 0.66 - 2.56 - 3.81 0.66 - 3.68 - 4.85 0.66 - 4.60 - 6.33 

EER 3.91 3.40 3.04 

SEER 6.61 6.30 6.00 

Energy efficiency class or ηsc % C A++ 249.0 237.0 

Seasonal electricity consumption kWh/a C 529 1190 1400 

Heating capacity kW 11.2 14.0 16.0 

Heating range (min. - max.) kW 2.4-14.0 2.4-18.0 2.4-19.0 

Power input (min. - rated - max.) kW H 0.53-2.51-4.26 0.53-3.48-5.95 0.53-4.30-6.96 

COP W/W 4.46 4.02 3.72 

SCOP 4.21 4.20 4.19 

Energy efficiency class or ηsh(A) % H A+ 165.0 164.6 

Seasonal electricity consumption kWh/a H 3854 3931 4003 
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TWIN-SPLIT COOLING Capacity 

Power
input EER SEER 

Energy 
class Indoor unit OUTDOOR UNIT INDOOR UNIT nominal min. - max

type RAV- RAV- HP kW kW kW kW/kW kW/kW or ηsc % 

4-Way Cassette 

GP1101AT8-E RM561UTP-E 4 10 2.6 - 12.0 2.32 4.31 7.06 A++ 

GP1401AT8-E RM801UTP-E 5 12.5 2.6 - 14.0 3.42 3.65 7.06 279.4 

GP1601AT8-E RM801UTP-E 6 14.0 2.6 - 16.0 4.34 3.23 6.76 267.4 

Compact Cassette GP1101AT8-E RM561MUT-E 4 10.0 2.6 - 12.0 2.60 3.85 6.16 A++ 

Ducted 

GP1101AT8-E RM561BTP-E 4 10.0 2.6 - 12.0 2.58 3.88 5.81 A+ 

GP1401AT8-E RM801BTP-E 5 12.5 2.6 - 14.0 3.81 3.28 5.64 222.6 

GP1601AT8-E RM801BTP-E 6 14.0 2.6 - 16.0 4.49 3.12 5.50 217.0 

Slim Duct GP1101AT8-E RM561SDT-E 4 10.0 2.6 - 12.0 2.78 3.60 5.60 A+ 

Ceiling 

GP1101AT8-E RM561CTP-E 4 10.0 2.6 - 12.0 2.56 3.91 6.54 A++ 

GP1401AT8-E RM801CTP-E 5 12.5 2.6 - 14.0 3.68 3.40 6.17 243.8 

GP1601AT8-E RM801CTP-E 6 14.0 2.6 - 16.0 4.60 3.04 5.89 232.6 

High-wall 

GP1101AT8-E RM561KRTP-E 4 10.0 2.6 - 12.0 2.61 3.83 6.35 A++ 

GP1401AT8-E RM801KRTP-E 5 12.3 2.6 - 13.5 3.73 3.30 6.10 241.0 

GP1601AT8-E RM801KRTP-E 6 14.0 2.6 - 16.0 4.65 3.01 5.88 232.2 

TWIN-SPLIT HEATING Capacity 

Power
input EER SEER 

Energy 
class Indoor unit OUTDOOR UNIT INDOOR UNIT nominal min. - max

type RAV- RAV- HP kW kW kW kW/kW kW/kW or ηsh(A) %

4-Way Cassette 

GP1101AT8-E RM561UTP-E 4 11.2 2.4 - 15.6 2.41 4.65 4.36  A+ 

GP1401AT8-E RM801UTP-E 5 14.0 2.4 - 18.0 3.41 4.11 4.36  171.4 

GP1601AT8-E RM801UTP-E 6 16.0 2.4 - 19.0 4.28 3.74 4.36  171.4 

Compact Cassette GP1101AT8-E RM561MUT-E 4 11.2 2.4 - 14.0 2.99 3.74 3.93  A 

Ducted 

GP1101AT8-E RM561BTP-E 4 11.2 2.4 - 15.6 2.76 4.06 4.16  A 

GP1401AT8-E RM801BTP-E 5 14.0 2.4 - 18.0 3.66 3.83 3.96  155.4 

GP1601AT8-E RM801BTP-E 6 16.0 2.4 - 19.0 4.57 3.50 3.94  154.6 

Slim Duct GP1101AT8-E RM561SDT-E 4 11.2 2.4 - 14.0 2.66 4.21 3.84  A 

Ceiling 

GP1101AT8-E RM561CTP-E 4 11.2 2.4 - 14.0 2.51 4.46 4.21  A+ 

GP1401AT8-E RM801CTP-E 5 14.0 2.4 - 18.0 3.48 4.02 4.19  164.6 

GP1601AT8-E RM801CTP-E 6 16.0 2.4 - 19.0 4.30 3.72 4.19  164.6 

High-wall 

GP1101AT8-E RM561KRTP-E 4 11.2 2.4 - 14.0 2.66 4.21 4.14  A+ 

GP1401AT8-E RM801KRTP-E 5 14.0 2.4 - 18.0 3.78 3.70 4.11  161.4 

GP1601AT8-E RM801KRTP-E 6 16.0 2.4 - 19.0 4.87 3.29 4.08  160.2 
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TTRIPLE-SPLIT COOLING Capacity 

Power
input EER SEER 

Energy 
class Indoor unit OUTDOOR UNIT INDOOR UNIT nominal min. - max

type RAV- RAV- HP kW kW kW kW/kW kW/kW or ηsc % 

4-Way Cassette GP1601AT8-E RM561UTP-E 6 14.0 2.6 - 16.0 4.34 3.23 6.71 265.4 

Compact Cassette GP1601AT8-E RM561MUT-E 6 14.0 2.6 - 16.0 4.24 3.30 6.09 240.6 

Ducted GP1601AT8-E RM561BTP-E 6 14.0 2.6 - 16.0 4.49 3.12 5.42 213.8 

Slim Duct GP1601AT8-E RM561SDT-E 6 14.0 2.6 - 16.0 4.30 3.26 5.98 236.2 

Ceiling GP1601AT8-E RM561CTP-E 6 14.0 2.6 - 16.0 4.60 3.04 5.95 235.0 

High-wall GP1601AT8-E RM561KRTP-E 6 14.0 2.6 - 16.0 4.65 3.01 5.82 229.8 

TTRIPLE -SPLIT HEATING Capacity 

Power
input EER SEER 

Energy 
class Indoor unit OUTDOOR UNIT INDOOR UNIT nominal min. - max

type RAV- RAV- HP kW kW kW kW/kW kW/kW or ηsh(A) %

4-Way Cassette GP1601AT8-E RM561UTP-E 6 16.0  2.4 - 19.0 4.28 3.74 4.36 171.4 

Compact Cassette GP1601AT8-E RM561MUT-E 6 16.0  2.4 - 19.0 4.56 3.51 4.13 162.2 

Ducted GP1601AT8-E RM561BTP-E 6 16.0  2.4 - 19.0 4.57 3.50 3.94 154.6 

Slim Duct GP1601AT8-E RM561SDT-E 6 16.0  2.4 - 19.0 4.57 3.50 4.07 159.8 

Ceiling GP1601AT8-E RM561CTP-E 6 16.0  2.4 - 19.0 4.30 3.72 4.19 164.6 

High-wall GP1601AT8-E RM561KRTP-E 6 16.0 2.4 - 19.0 4.87 3.29 4.08 160.2 

For further information please contact our customer support team on 0870 843 0333, your local representative,
your supplier of                                   products or email any enquiries to: - general.enquiries@toshiba-ac.com
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