
 

 

 

 

 

 

 

 

 

 

 

 

Toshiba are pleased to announce the NEW “Haori High Wall Indoor Units sizes 0.6 to 2.0HP” have been added to the 
VRF product range.  

 

1. Model Names 

Capacity 

(HP) Model Name 

Dimensions 

(H x W x D) (mm) 

 

Weight 

(kg) Notes 

Europe Models 

0.6 MMK-UP0051DHPL-E 300 x 987 x 210 11.0 - 

0.8 MMK-UP0071DHPL-E 300 x 987 x 210 11.0 - 

1.0 MMK-UP0091DHPL-E 300 x 987 x 210 11.0 - 

1.25 MMK-UP0121DHPL-E 300 x 987 x 210 11.0 - 

1.7 MMK-UP0151DHPL-E 300 x 987 x 210 11.0 - 

2.0 MMK-UP0181DHPL-E 300 x 987 x 210 11.0 - 

PMV Kit Models 

- RBM-PMV0361UP-E - 1.8 For 0.6 – 1.25HP 

- RBM-PMV0901UP-E - 1.8 For 1.7 – 2.0HP 

 

2. Features  

• Pleasing aesthetic design including luxury style Remote Controller 

• Improved user comfort with RAC features 
- Air Purifier Function – Plasma ioniser and ultra-pure Filter 
- Left and right louver can be controlled using the Wireless Remote Controller 
- Includes 2 decorative Fabrics and is compatible with current Haori fabric options 

• Suitable for noise sensitive areas utilizing the remote PMV kit for refrigerant control 
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3. Production Date 

TCTC Production March 2023 

4. Connectable CDU 

Type Series Refrigerant Factory Phase Fan Model Name Capacity 

Top Blow VRF 

SMMS-e H/P R410a TCTC 3ph 1 / 2 MMY-MAP***6HT8P-E 8-22HP 

SMMS-u H/P R410a TCTC 3ph 1 / 2 MMY-MUP***1HT8P-E 8-24HP 

SHRM-e H/R R410a TCTC 3ph 1 / 2 MMY-MAP***6FT8P-UK 8-20HP 

SHRM-Advance H/R R32 TCTC 3ph 1 / 2 MMY-SUG***1MT8P-E 8-24HP 

Side Blow VRF 
Mini SMMS-e H/P R410a TCAC 

1ph 1 MCY-MHP***4HS-E 4-6HP 

3ph 1 MCY-MHP***4HS8-E 4-6HP 

3ph 2 MCY-MHP***6HS8-E 8-10HP 

Mini SMMS H/P R32 TCAE 1ph 1 MCY-MUG***1HSW-E 4-6HP 

 

5. Optional Accessories 

Type Model Name Factory Feature 

PMV Kit 
RBM-PMV0361UP-E TCTC For capacity 0.6 – 1.25HP 

RBM-PMV0901UP-E TCTC For capacity 1.7 – 2.0HP 

Wired Remote Controller 

RBC-ASCU11-E TCC Standard wired remote controller 

RBC-AMTU31-E TCC Wired remote controller 

RBC-AWSU52-E TCC Premium wired remote controller with Bluetooth 

RBC-AMSU52-E TCC Premium remote controller without Bluetooth 

Optional Fabrics 

RB-14101-E TCTC Dark Gray 

RB-14102-E TCTC Light Gray 

RB-14103-E TCTC Bluish Gray 

RB-14104-E TCTC Gray Beige 

RB-14105-E TCTC Dark Brown 

RB-14106-E TCTC Emerald Blue 

Pattern for Fabric grille RB-14201-E TCTC Pattern for custom fabric 

Velcro tape for fabric grille RB-14301-E TCTC Velcro tape for custom fabric 

 

6. Applicable Markets 

UK & Ireland  

 

7. Additional Information 

 

 

 

 

 

 

 

 

 

 

 



 

 

 

 

8. Indoor Specifications 

Performance Data 

Indoor unit MMK- UP0051DHPL-E UP0071DHPL-E UP0091DHPL-E UP0121DHPL-E UP0151DHPL-E UP0181DHPL-E 

Cooling capacity  kW  1.7 2.2 2.8 3.6 4.5 5.6 

Heating capacity  kW  1.9 2.5 3.2 4.0 5.0 6.3 

Power consumption  kW  0.015 0.018 0.019 0.021 0.025 0.032 

Running current  A  0.17 0.18 0.19 0.20 0.22 0.28 

Starting current  A  0.22 0.23 0.24 0.25 0.27 0.33 
 

Physical Data 

Indoor unit MMK- UP0051DHPL-E UP0071DHPL-E UP0091DHPL-E UP0121DHPL-E UP0151DHPL-E UP0181DHPL-E 

Air Flow (h/l)  m3/h  455/370/300 480/385/300 510/395/300 540/410/300 580/480/380 730/600/420 

Air Flow (h/l)  l/s  126/103/83 133/107/83 142/110/83 150/114/83 161/133/106 203/167/117 

Sound pressure level (h/l)  dB(A)  33/31/29/27/25 35/33/30/28/25 36/34/31/28/25 37/35/32/28/25 40/38/35/33/30 45/42/39/36/32 

Dimensions (HxWxD)  mm  300x987x210 300x987x210 300x987x210 300x987x210 300x987x210 300x987x210 

Weight  kg  11 11 11 11 11 11 

Connecting pipe, gas   
3/8'' φ9.52 3/8'' φ9.52 3/8'' φ9.52 3/8'' φ9.52 1/2'' φ12.7 1/2'' φ12.7 

Connecting pipe, liquid  
1/4'' φ6.35 1/4'' φ6.35 1/4'' φ6.35 1/4'' φ6.35 1/4'' φ6.35 1/4'' φ6.35 

Drain port diameter  mm  16 16 16 16 16 16 

Power supply  V-ph-Hz  220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50 

 

 


