
Toshiba are pleased to announce the new “Digital Inverter 1.0 – 6.0HP outdoor units and 1.0 – 1.5HP 1-Way Cassettes” have been 
added to the light commercial product range.  

1 . Model Names 

Europe Models 

Capacity (HP) Phase Type New Model Name Current Model

1.0 

1ph 

DI 

RAV-GM302ATP-E RAV-GM301ATP-E 

1.5 RAV-GM402ATP-E RAV-GM401ATP-E 

2.0 RAV-GM562ATP-E RAV-GM561ATP-E 

3.0 RAV-GM802ATW-E RAV-GM801ATP-E 

3.5 RAV-GM902ATW-E RAV-GM901ATP-E 

4.0 RAV-GM1102ATW-E RAV-GM1101ATP-E 

5.0 RAV-GM1402ATW-E RAV-GM1401ATP-E 

6.0 RAV-GM1602ATW-E RAV-GM1601ATP-E 

4.0 

3ph 

RAV-GM1102AT8W-E RAV-GM1101AT8P-E 

5.0 RAV-GM1402AT8W-E RAV-GM1401AT8P-E 

6.0 RAV-GM1602AT8W-E RAV-GM1601AT8P-E 

1.0 
n/a 1Way Cassette 

RAV-HM301UT1P-E 

1.5 RAV-HM401U1TP-E 

New Light Commercial Digital Inverters 2-Series

Product Bulletin

1Way Cassette 4Way Cassette 

Compatible with new 4Way Panel (RBC-U33P-E) 

Standard Duct 

High Wall 

Comes with Wirless remote controller 

Under Celling Compact 4Way Cassette 

*Compact 4Way Cassette & Floor standing are TCC 

Production

Floor Standing 



2.  Production Date 
1.0 – 2.0HP (1-Phase Models) - TCTC Production in December 2022 

3.0 – 6.0HP (1-Phase models) - TCAE Production in January 2023 

4.0 – 6.0HP (3-phase models) - TCAE Production in February 2023 

3. Features  

1) R32 Outdoor Units 
2) Focus on higher SEER efficiency 
3) Compact and light weight chassis with single fan 
4) Connectable with the 1-Way Cassette 
5) Compatible with the TU2C-Link ‘HM Series’ 
6) New Functions available  

 3 Step Night Noise Mode 

 Comfortable Operation – Fan Stops for defrost operation 

 Snow clearing function 

 Easy Setup menu with forced indoor unit operation function  

 Easy Commissioning with the LC Easy Monitor 

 Easy Maintenance with pressure estimation and refrigerant leak check 

 Rotation/Backup operation for continuous air conditioning operation 

 Free cooling reduces air conditioning load and saves energy 

 Air Discharge Temperature Display 

 New Bluetooth Remote Controller  

4. Applicable Markets 

UK & Ireland  

5. Accessories  
Type Model Name Feature Applied Model Factory 

Celling Panel 

RBC-U32PGP-E Standard 4Way cassette panel without receiver 4Way cassette 

TCTC RBC-U33P-E Smart 4Way cassette panel without receiver 4Way cassette

RBC-UY32P-E 1Way cassette panel without receiver 1Way cassette

RBC-UM21PG(W)-E Compact 4-Way Cassette Panel without receiver Compact 4Way Cassette TCC 

Wireless Remote 
Controller Kit 

RBC-AXU31U-E

Wireless receiver and wireless remote controller 

4Way cassette with RBC-U32PGP-E TCC

RBC-AXU33UP-E 4Way cassette with RBC-U33P-E TCTC

RBC-AXU31-E Standard Duct TCC 

RBC-AXU31C-E Under Celling TCC 

RBC-AX33UYP-E 1Way cassette TCTC

Wired Remote Controller 

RBC-ASCU11-E Standard wired remote controller 

ALL FCU type 

TCAC 

RBC-AMTU31-E Wired remote controller 

TCC 
RBC-AMSU51-EN/ES Premium wired remote controller

RBC-AMSU52-E New wired remote without Bluetooth 

RBC-AWSU52-E New wired remote with Bluetooth 

Occupancy Sensor 
TCB-SIR33UP-E

Occupancy Sensor 
4Way cassette with RBC-U33P-E

TCTC 
TCB-SIR41UYP-E 1Way cassette 

Application Control Kit 
TCB-PCOS1E2 Application Control Kit TCAE new DI (1ph & 3ph) 

TCC 
TCB-PCUC2E Application Control Kit Celling, Cassette, Floor Standing 

Cover TCB-CKC1F-E To cover the remote controller Floor standing units TCC

Network Adapter TCB-PCNT30TLE2 Connection Interface All indoor units TCC 

Branch Kit 

RBC-TWP30E2 Twin Kit 

All indoor units RBC-TWP50E2 Twin Kit

RBC-TRP100E Triple Kit

PM2.5 filter for 4Way 
cassette 

TCB-PLFC1UPE-120 Before Pre-Filter type 
4Way cassette TCTC 

TCB-PLFC2UPE-80 After Pre-Filter type

Drain Pump Kit TCB-DP31CE Drain pump kit Ceiling Units TCC

Elbow Piping Kit 
TCB-KP14CPE For under Ceiling 1.5 to 2HP 

Ceiling Units TCTC 
TCB-KP24CPE For under Ceiling 3 to 6HP

Spigot shaped flange 

TCB-SF56C6BPE For duct chassis width 700mm

Duct TCTC TCB-SF80C6BPE For duct chassis width 1000mm 

TCB-SF160C6BPE For duct chassis width 1400mm 

Air Purifier Kit TCB-EAPC1UYP-E 
Set of Plasma Air Purifier, Dust sensor, Air quality 

indicator and wireless receiver 
1Way cassette TCTC 

Auxiliary fresh air flange 

TCB-FF151US-E Fresh air intake flange Duct

TCC TCB-FF101URE2 Fresh air intake flange 4Way cassette, Under Celling

TCB-GB1602UE Fresh air intake box 4Way cassette 

https://www.toshiba-aircon.co.uk/wp-content/uploads/2023/02/TIB-560-00-Product-Bulletin-NEW-Wired-Remote-Controller-with-Bluetooth-Option.pdf


6. Unique Selling Points  

6.1 - 3 Step Night Noise Mode 

Remote Control Solution 

 3 silent modes (1-3) 

 Heating & Cooling modes supported 

 In case both PC board & R/C solutions are used, Lower setting value will be prioritized. 

Night mode operation Setting Concept of limit and control  

No Setting No upper limit for compressor and outdoor fan 
up to rated capacitySilent 1  Approx. 50% capacity at rated condition 

Silent 2 Approx. 70% capacity at rated condition 

Silent 3 Approx. 90% capacity at rated condition 

6.2 - Defrost Shift 

When multiple systems are installed, by using this function, defrost timing for each system will be shifted so defrost operation 

does not operate at the same time. This is to avoid the room temperature decreasing sharply.  

Noise Level Outdoor operation Sound Pressure (dBA) 

Silent 1 

Cooling Heating 

GM302 36 38 

GM402 38 41 

GM562 40 41 

GM802 42 44 

GM902 44 44 

GM1102 40 43 

GM1402 42 46 

GM1602 43 45 

Silent 2 

GM302 39 41 

GM402 42 44 

GM562 43 46 

GM802 43 50 

GM902 49 50 

GM1102 43 46 

GM1402 47 48 

GM1602 48 49 

Silent 3 

GM302 42 43 

GM402 46 49 

GM562 45 47 

GM802 49 51 

GM902 50 51 

GM1102 47 49 

GM1402 52 53 

GM1602 54 55 



6.3 - Fan Stop for Defrost Operation 

By using this function, when the fan stops during defrosting operation, the by-product of cold air from the defrost operation is 

prevented by fully closing the louvers to keep occupant comfortable. *Louvers closing during operation is supported by HM 

series FCU (Cassette Type).  

6.4 Snow Clearing Function 

By using this function, rotate the fan of the outdoor unit to prevent snow from blowing, Snow guard fan control 

enables to be diverted from the path of the fan and heat exchanger.  

In the case that compressor is off and TO sensor is lower than 4 ֯c, ODU fan will be started. Please refer to manual 

for the operation conditions.  

6.5 - Forced Indoor Unit Operation 

New Remote Controller will provide a menu “indoor unit operation” by using this function, installers can force indoor fan, 

Louvers and drain pump to operate via the Remote Controller during installation/commissioning.  



6.6 - Easy Setup Menu 

New Remote Controller will provide easy setup menu, by using this function, installer can setup DN setting on “Easy I.DN 

Setting Menu.” Please refer to manual for details.  

Item Description 

1. High-Ceiling adjustment Sets the fan speed, such as for high-ceiling installations 
and for operations with high performance filters. 

2. Filter sign timer The timing at which the filter check mark appears can 
be changed according to installation conditions. 

3. Heating temp shift The temperature at which heat is detected can be 
changed so heating is more effective. 

4. TA sensor selection Return air sensing point can be changed between the 
FCU and remote controller. 

5. External static pressure Sets the external static pressure.  

6. Automatic restart Set “ON” to do an automatic restart when a power 
outage occurs. 

7. Set temp Unit Select between Celsius or Fahrenheit as units for 
temperature display.  

8. Set temp Range Units of 1 or 0.5 can be selected as the display for set 
temperature. Not supported by Fahrenheit. 

9. Individual ventilation Set “ON” for individual ventilation. 

10. Occupancy sensor Set “Enable” when occupancy sensor is connected. 

11. Vertical Louver Range Set the range of swing motion. 

12. Auto mode setting Set the optional functions when operation is “Auto” 

6.7 - LC Easy Monitor 

New Remote Controller will provide a menu “LC EASY Monitor.” By using this function, installer can check the sensor 

information all at once by monitor or RC, during test run or maintenance. 

Indoor Unit / Remote Controller Unit  Outdoor Unit Unit 

Remote sensor ֯C Outdoor heat exchanger temp (TE) ֯C 

Return air temp (TA) ֯C Outdoor temp (TO) ֯C 

Indoor heat exchanger temp (TCJ) ֯C Compressor discharge temp (TD) ֯C 

Indoor heat exchanger temp (TC) ֯C Compressor suction temp (TS) ֯C 

Discharge temp (TF) ֯C Outdoor heat exchanger temp (TL) ֯C 

Fan (IDI) Speed Rpm Current (ODU) A

Fan (IDU) Operating H Comp. Speed Rps

Filter usage H Comp. Operation H

Fan1. (ODU) Speed Rpm

Fan2. (ODU) Speed Rpm

Refrigerant amount check *1

High pressure check (Pd) MPa

Low pressure (Ps) MPa

6.8 - Pressure Estimation 

By using this function, installer or maintenance engineer can check pressure estimation during test run with “LC Easy Monitor” 

of new Remote Controller. 

6.9 - Refrigerant Leak Check 

By using this function, installer or maintenance engineer can check the condition of refrigerant amount during test run with “LC 

Easy Monitor” of new Remote Controller. 



6.10 - New Bluetooth Remote Controller 

New remote Controller with Bluetooth Function and Smartphone Application 

 Operation Mode, temperature, and Air-flow speed 

 Schedule Timer setting 

 Synchronised time setting with smartphone 

 Android and iPhone App available at Launch 

 Easy operation for both End users and Installers 

6.11 – Rotation/Backup Operation 

By using rotation Function LC system can operate alternately. With Backup function, the normal operation of the 

group system can be ensured even in the case of dysfunction of 1 system. In this case, the other system starts 

operating and performs back up operation during rotation control. This function can help LC system improve 

reliability. It’s a useful solution for IT rooms which need redundant installation and long life time of unit.  

6.12 – Air Discharge Temperature Display 

By using air discharge temperature display function, installer can check discharge air temperature via wired remote 

for maintenance or commissioning purposes, especially useful in case of high celling. (Estimation from the 

temperature of the heat exchanger, may slightly differ from the actual blowout temperature) 



7. Specifications & Combinations 

Physical data outdoor - Single phase 

Outdoor unit RAV-GM302ATP-E RAV-GM402ATP-E RAV-GM562ATP-E RAV-GM802ATW-E 

1 HP 1.5 HP 2 HP 3HP 

Air Flow m3/h - l/s 1800 - 500 2200 - 611 2400 - 667 2808 - 780 

Sound pressure level dB(A) C 46 49 46 50 

Sound power level  dB(A) C 61 64 63 68 

Operating range °C C -15 / 46 -15 / 46 -15 / 46 -15 / 46 

Sound pressure level dB(A) H 47 50 48 52 

Sound power level  dB(A) H 62 65 65 71 

Operating range °C H -15 / 15 -15 / 15 -15 / 15 -15 / 15 

Dimensions (HxWxD) mm 550 x 780 x 290 550 x 780 x 290 550 x 780 x 290 630 x 799 x 299 

Weight kg 29 34 40 47 

Compressor type DC Twin Rotary
DC Twin RotaryFlare connections 

Gas in 3/8 1/2 1/2 5/8 

Liquid in 1/4 1/4 1/4 3/8 

Minimum pipe length m 2 2 5 5 

Maximum pipe length m 20 20 30 50 

Maximum height difference m 10 10 30 30 

Chargeless pipe length m 15 15 20 20 

Refrigerant Type/kg/TeqCO2 R32 / 0.6 / 0.4 R32 / 0.9 / 0.6 R32 / 0.9 / 0.6 R32 / 1.9 / 1.28 

Power supply V-ph-Hz   220/240-1-50,
220-1-60

220/240-1-50,
220-1-60

220/240-1-50,
220-1-60

220/240-1-50 



Physical data outdoor - Single phase 

Outdoor unit RAV-GM902ATW-E RAV-GM1102ATW-E RAV-GM1402ATW-E RAV-GM1602ATW-E 

3.5HP 4HP 5HP 6HP 

Air Flow m3/h - l/s 2808 - 780 4950 -1375 4950 -1375 4950 -1375 

Sound pressure level dB(A) C 52 53 56 57 

Sound power level  dB(A) C 68 70 73 74 

Operating range °C C -15 / 46 -15 / 46 -15 / 46 -15 / 46 

Sound pressure level dB(A) H 55 56 56 56 

Sound power level  dB(A) H 71 73 74 74 

Operating range °C H -15 / 15 -15 / 15 -15 / 15 -15 / 15 

Dimensions (HxWxD) mm 630 x 799 x 299 1050 x 1010 x 370 1050 x 1010 x 370 1050 x 1010 x 370 

Weight kg 47 85 85 88 

Compressor type DC Twin Rotary 
DC Twin RotaryFlare connections 

Gas in 5/8 5/8 5/8 5/8 

Liquid in 3/8 3/8 3/8 3/8 

Minimum pipe length m 5 5 5 5 

Maximum pipe length m 50 50 50 50 

Maximum height difference m 30 30 30 30 

Chargeless pipe length m 20 30 30 30 

Refrigerant Type/kg/TeqCO2 R32 / 1.9 / 1.28 R32 / 2.4 / 1.62 R32 / 2.4 / 1.62 R32 / 2.4 / 1.62 

Power supply V-ph-Hz   220/240-1-50 220/240-1-50 220/240-1-50 220/240-1-50 

Physical data outdoor - Three phase 

Outdoor unit RAV-GM1102AT8W-E RAV-GM1402AT8W-E RAV-GM1602AT8W-E 

4HP 5HP 6HP 

Air Flow m3/h - l/s 4950 -1375 4950 -1375 4950 -1375 

Sound pressure level dB(A) C 53 56 57 

Sound power level  dB(A) C 70 73 74 

Operating range °C C -15 / 46 -15 / 46 -15 / 46 

Sound pressure level dB(A) H 56 56 56 

Sound power level  dB(A) H 73 74 74 

Operating range °C H -15 / 15 -15 / 15 -15 / 15 

Dimensions (HxWxD) mm 1050 x 1010 x 370 1050 x 1010 x 370 1050 x 1010 x 370 

Weight kg 85 85 85 

Compressor type DC Twin Rotary 

Flare connections 

Gas in 5/8 5/8 5/8 

Liquid in 3/8 3/8 3/8 

Minimum pipe length m 5 5 5 

Maximum pipe length m 50 50 50 

Maximum height difference m 30 30 30 

Chargeless pipe length m 30 30 30 

Refrigerant Type/kg/TeqCO2 R32 / 2.4 / 1.62 R32 / 2.4 / 1.62 R32 / 2.4 / 1.62 

Power supply V-ph-Hz   380/415-3-50 380/415-3-50 380/415-3-50 

Physical data indoor – NEW 1-Way Cassette 

Indoor unit RAV-HM301U1TP-E RAV-HM401U1TP-E 

Air Flow (H/L) m3/h -
l/s

520/310  -  291/217 540/290  -  341/225 

Sound pressure level (H-M-L) dB(A) 39-35-30 40-36-30 

Sound power level (H-M-L) dB(A) 54-49-45 55-51-45 

Dimensions (HxWxD) mm 150 × 990× 450 150 × 990× 450 

Weight kg 13 13 

Panel dimensions (HxWxD) mm 30×1220×530 30×1220×530 

Panel weight kg 4,0 4,0 



Performance data with Digital Inverter Series 2 1HP Single (1ph) 

Type 1-Way Cassette High Wall Compact Cassette 

Outdoor unit  RAV- GM302ATP-E GM302ATP-E GM302ATP-E 

Indoor unit  RAV- HM301U1TP-E HM301KRTP-E HM301MUT-E 

Cooling capacity kW 2.50 2.50 2.50 

Cooling range (min. - max.) kW 0,90 - 3,00 0,90 - 3,00 0,90 - 3,00 

Power input (min. - rated - max.) kW C 0,19 - 0.69 - 0,92 0,17 - 0,61 - 0,86 0,18 - 0,59 - 0,82 

EER W/W 3,62 4,10 4,24 

SEER 6,20 7,00 6,86 

Energy efficiency class C A++ A++ A++ 

Seasonal electricity consumption kWh/a C 141 125 128 

Heating capacity kW 3,40 3,4 3,4 

Heating range (min. - max.) kW 0,80 - 4,50 0,8 - 4,5 0,8 - 4,5 

Power input (min. - rated - max.) kW H 0,16 - 1,03 - 1,50 0,17 - 0,85-1,40 0,17 - 0,76 - 1,40 

COP W/W 3,30 4,00 4,47 

SCOP 4,10 4.12 4.73 

Energy efficiency class H A+ A+ A++ 

Seasonal electricity consumption kWh/a H 888 884 681 

Performance data with Digital Inverter Series 2 1.5HP Single (1ph) 

Type 1-Way Cassette High Wall Under Ceiling Compact Cassette 

Outdoor unit RAV- GM402ATP-E GM402ATP-E GM402ATP-E GM402ATP-E 

Indoor unit RAV- HM401U1TP-E HM401KRTP-E HM401CTP-E HM401MUT-E 

Cooling capacity kW 3,60 3,6 3,6 3,6 

Cooling range (min. - max.) kW 0,90 - 4,00 0,9 - 4,0 0,9 - 4,0 0,9 - 4,0 

Power input (min. - rated - max.) kW C 0,23 - 1,13 - 1,40 0,18 - 1,13 - 2,00 0,18 - 0,83 - 2,00 0,18 - 0,90 - 2,00 

EER W/W 3,19 3,19 4,34 4,00 

SEER 6,00 6,70 7.2 6,70 

Energy efficiency class C A+ A++ A++ A++ 

Seasonal electricity consumption kWh/a C 210 188 175 188 

Heating capacity kW 4,00 4,0 4,0 4,0 

Heating range (min. - max.) kW 0,80 - 5,00 0,8 - 5,0 0,8 - 5,0 0,8 - 5,0 

Power input (min. - rated - max.) kW H 0,18 - 1,32 - 2,00 0,14 - 1,12 - 1,70 0,14 - 0,78 - 1,70 0,14 - 0,95 - 1,70 

COP W/W 3,03 3,57 5,13 4,21 

SCOP 4,00 4.24 5.13 4.46 

Energy efficiency class H A+ A+ A+++ A+ 

Seasonal electricity consumption kWh/a H 945 892 736 848 

Performance data with Digital Inverter Series 2 2HP Single (1ph) 

Type  4-Way Cassette Standard Duct High Wall Under Ceiling Compact Cassette Floor Standing 

Outdoor unit RAV- GM562ATP-E GM562ATP-E GM562ATP-E GM562ATP-E GM562ATP-E GM562ATP-E 

Indoor unit RAV- HM561UTP-E HM561BTP-E HM561KRTP-E HM561CTP-E HM561MUT-E HM561FT-E 

Cooling capacity kW 5.0 5,0 5,0 5,0 5,0 5,0 

Cooling range (min. - max.) kW 1,5 - 5,6 1,5 - 5,6 1,5 - 5,6 1,5 - 5,6 1,5 - 5,6 1.5 - 5.6 

Power input (min. - rated - max.) kW C 0.26 -1,56 - 1,86 0,31 - 1,83 - 2,05 0,30 - 1,66 - 1,86 0.29-1.61-1.95 0,30 - 1,64 - 1,86 0.30-1.79-2.00 

EER W/W 3,21 2,73 3,01 3,11 3,05 2.79 

SEER 6.84 5.80 6,69 6,00 6,19 5.86 

Energy efficiency class C A++ A+ A++ A+ A++ A+ 

Seasonal electricity consumption kWh/a C 256 302 262 291 283 299 

Heating capacity kW 5.3 5,3 5.3 5,3 5,3 5.3 

Heating range (min. - max.) kW 1,5 - 6,3 1,5 - 6,3 1,5 - 6,3 1,5 - 6,3 1,5 - 6,3 1.5 - 6.3 

Power input (min. - rated - max.) kW H 0,26 -1,36 - 2,08 0,31 - 1,62 - 2,47 0,30 - 1.55 - 2.40 0.29-1,36-2.40 0,30  - 1,47  - 2,40 0.22-1.72-2.70 

COP W/W 3,90 3,27 3.42 3,90 3,61 3.08 

SCOP 4.62 4.11 4.02 4.34 4.40 4.01 

Energy efficiency class H A++ A+ A+ A+ A+ A+ 

Seasonal electricity consumption kWh/a H 848 954 975 904 891 976 



Performance data with Digital Inverter Series 2 3HP Single (1ph) 

Type  4-Way Cassette Standard Duct Under Ceiling High Wall Floor Standing 

Outdoor unit RAV- GM802ATW-E GM802ATW-E GM802ATW-E GM802ATW-E GM802ATW-E 

Indoor unit RAV- HM801UTP-E HM801BTP-E HM801CTP-E HM801KRTP-E HM801FT-E 

Cooling capacity kW 6.7 6.7 6.7 6.7 6.7 

Cooling range (min. - max.) kW 1.9 - 8.0 1.9 - 8.0 1.9 - 8.0 1.9 - 8.0 1.9 - 8.0 

Power input (min. - rated - max.) kW C 0.29 - 1.9 - 2.59 0.33 - 2.02 - 2.77 0.30 - 2.06 - 2.66 0.31 - 2.06 - 2.86 0.37 - 2.23 - 2.91 

EER W/W 3.52 3.32 3.35 3.25 3.01 

SEER 7.50 6.37 7.03 6.60 5.53 

Energy efficiency class C A++ A++ A++ A++ A 

Seasonal electricity consumption kWh/a C 313 368 343 355 424 

Heating capacity kW 7.7 7.7 7.7 7.7 7.7 

Heating range (min. - max.) kW 1.6 - 9.0 1.6 - 9.0 1.6 - 9.0 1.6 - 9.0 1.6 - 9.0 

Power input (min. - rated - max.) kW H 0.27 - 1.99 - 2.66 0.31 - 2.04 - 2.66 0.29 - 1.99 - 2.57 0.38 - 2.30 - 3.04 0.32 - 2.48 - 3.17 

COP W/W 3.87 3.77 3.87 3.35 3.11 

SCOP 4.60 4.30 4.48 4.05 4.00 

Energy efficiency class H A++ A+ A+ A+ A+ 

Seasonal electricity consumption kWh/a H 1552 1660 1593 1762 1783 

Performance data with Digital Inverter Series 2 3.5HP Single (1ph) 

Type  4-Way Cassette Standard Duct Under Ceiling High Wall Floor Standing 

Outdoor unit RAV- GM902ATW-E GM902ATW-E GM902ATW-E GM902ATW-E GM902ATW-E 

Indoor unit RAV- HM901UTP-E HM901BTP-E HM901CTP-E HM901KRTP-E HM901FT-E 

Cooling capacity kW 8.0 8.0 8.0 8,0 8,0 

Cooling range (min. - max.) kW 1.9 - 8.8 1.9 - 8.8 1.9 - 8.8 1.9 - 8.8 1.9 - 8.8 

Power input (min. - rated - max.) kW C 0.29 - 2.29 - 2.88 0.33 - 2.39 - 2.97 0.30 - 2.38 - 2.75 0.31 - 2.67 - 3.16 0.37 - 2.42 - 3.02 

EER W/W 3.50 3.35 3.36 3,00 3.30 

SEER 7.50 6.75 7.03 6.60 6.24 

Energy efficiency class C A++ A++ A++ A++ A++ 

Seasonal electricity consumption kWh/a C 373 415 398 424 449 

Heating capacity kW 8.6 8.6 8.6 8.6 8.6 

Heating range (min. - max.) kW 1.6 - 9.9 1.6 - 9.9 1.6 - 9.9 1.6 - 9.9 1.6 - 9.9 

Power input (min. - rated - max.) kW H 0.27 - 2.09 - 2.68 0.31 - 2.15 - 2.67 0.29 - 2.15 - 2.62 0.38 - 2.61 - 3.27 0.32 - 2.32 - 3.31 

COP W/W 4.12 4.00 4.00 3.30 3.70 

SCOP 4.60 4.30 4.60 4.10 4,00 

Energy efficiency class H A++ A+ A++ A+ A+ 

Seasonal electricity consumption kWh/a H 1917 2050 1916 2150 2203 

Performance data with Digital Inverter Series 2 4HP Single (1ph) 

Type  4-Way Cassette Standard Duct Under Ceiling High Wall Floor Standing 

Outdoor unit RAV- GM1102ATW-E GM1102ATW-E GM1102ATW-E GM1102ATW-E GM1102ATW-E 

Indoor unit RAV- HM1101UTP-E HM1101BTP-E HM1101CTP-E HM1101KRTP-E HM1101FT-E 

Cooling capacity kW 9.5 9.5 9.5 9,5 9.5 

Cooling range (min. - max.) kW 3.0 - 11.2 3.0 - 11.2 3.0 - 11.2 3.0 - 11.2 3.0 - 11.2 

Power input (min. - rated - max.) kW C 0.52 - 2.57 - 3.11 0.64 - 2.60 - 3.21 0.58 - 2.59 - 3.29 0.63 - 2.96 - 3.95 0.60 - 2.71 - 3.28 

EER W/W 3.70 3.65 3.67 3.21 3.50 

SEER 7.50 6.40 7.00 6.40 6.22 

Energy efficiency class C A++ A++ A++ A++ A++ 

Seasonal electricity consumption kWh/a C 443 519 475 519 534 

Heating capacity kW 11.2 11.2 11.2 11,2 11.2 

Heating range (min. - max.) kW 3.0 - 13.0 3.0 - 13.0 3.0 - 13.0 3.0 - 13.0 3.0 - 13.0 

Power input (min. - rated - max.) kW H 0.67 - 2.86 - 3.39 0.74 - 2.91 - 3.42 0.66 - 2.86 - 3.49 0.73 - 3.44 - 4.33 0.70 - 3.10 - 3.79 

COP W/W 3.92 3.85 3.91 3.26 3.61 

SCOP 4.40 4.00 4.30 4.20 3.92 

Energy efficiency class H A+ A+ A+ A+ A 

Seasonal electricity consumption kWh/a H 2544 2937 2603 2665 2960 



Performance data with Digital Inverter Series 2 4HP Twin System (1ph) 

Type  4-Way Cassette Standard Duct Under Ceiling High Wall Compact Cassette Floor Standing 

Outdoor unit RAV- GM1102ATW-E GM1102ATW-E GM1102ATW-E GM1102ATW-E GM1102ATW-E GM1102ATW-E 

Indoor unit RAV- HM561UTP-E *2 HM561BTP-E *2 HM561CTP-E *2 HM561KRTP-E *2 HM561MUT-E *2 HM561FT-E *2 

Cooling capacity kW 9,5 9,5 9,5 9,5 9,5 9,5 

Cooling range (min. - max.) kW 3,0 – 11,2 3,0 – 11,2 3,0 – 11,2 3,0 – 11,2 3,0 – 11,2 3,0 – 11,2 

Power input  kW C 2.57 2.60 2.59 2.96 2.70 2.71 

EER W/W 3.70 3.65 3.67 3.21 3.52 3.50 

SEER 7.38 6.30 6.89 6.30 6.70 6.10 

Energy efficiency class C A++ A++ A++ A++ A++ A++ 

Seasonal electricity consumption kWh/a C - - - - - - 

Heating capacity kW 11,2 11,2 11,2 11,2 11,2 11,2 

Heating range (min. - max.) kW 3.0 – 13.0 3.0 – 13.0 3.0 – 13.0 3.0 – 13.0 3.0 – 13.0 3.0 – 13.0 

Power input  kW H 2.86 2.91 2.86 3.44 3.15 3.10 

COP W/W 3.92 3.85 3.91 3.26 3.55 3.61 

SCOP 4.40 4.00 4.30 4.20 4.10 3.92 

Energy efficiency class H A+ A+ A+ A+ A+ A+ 

Seasonal electricity consumption kWh/a H - - - - - - 

Performance data with Digital Inverter Series 2 5HP Single (1ph) 

Type  4-Way Cassette Standard Duct Under Ceiling Floor Standing 

Outdoor unit RAV- GM1402ATW-E GM1402ATW-E GM1402ATW-E GM1402ATW-E 

Indoor unit RAV- HM1401UTP-E HM1401BTP-E HM1401CTP-E HM1401FT-E 

Cooling capacity kW 12.1 12.1 12.1 12.1 

Cooling range (min. - max.) kW 3.0 - 13.2 3.0 - 13.2 3.0 - 13.2 3.0 - 13.2 

Power input (min. - rated - max.) kW C 0.52 - 3.88 - 4.23 0.64 - 4.01 - 4.52 0.58 - 4.01 - 4.39 0.60 - 4.32 - 4.62 

EER W/W 3.12 3.02 3.02 2.80 

SEER 7.30 6.15 6.16 5.53 

Energy efficiency class C - - - - 

Seasonal electricity consumption kWh/a C 994 1180 1178 1311 

Heating capacity kW 13.0 13.0 13.0 13.0 

Heating range (min. - max.) kW 3.0 - 16.0 3.0 - 16.0 3.0 - 16.0 3.0 - 16.0 

Power input (min. - rated - max.) kW H 0.67 - 3.43 - 4.55 0.74 - 3.55 - 4.62 0.66 - 3.48 - 4.61 0.70 - 3.95 - 5.03 

COP W/W 3.79 3.66 3.74 3.29 

SCOP 4.40 3.92 4.28 3.90 

Energy efficiency class H - - - - 

Seasonal electricity consumption kWh/a H 2544 2998 2615 2975 

Performance data with Digital Inverter Series 2 5HP Twin Systems (1ph) 

Type  4-Way Cassette Standard Duct Under Ceiling High Wall Floor Standing 

Outdoor unit RAV- GM1402ATW-E GM1402ATW-E GM1402ATW-E GM1402ATW-E GM1402ATW-E 

Indoor unit RAV- HM801UTP-E *2 HM801BTP-E *2 HM801CTP-E *2 HM801KRTP-E *2 HM802FT-E *2 

Cooling capacity kW 12.1 12.1 12.1 12.1 12.1 

Cooling range (min. - max.) kW 3.0 – 13.2 3.0 – 13.2 3.0 – 13.2 3.0 – 13.2 3.0 – 13.2 

Power input  kW C 3.88 4.01 4.01 4.20 4.32 

EER W/W 3.12 3.02 3.02 2.88 2.80 

SEER 7.25 6.10 6.11 5.97 5.46 

Energy efficiency class C - - - - - 

Seasonal electricity consumption kWh/a C - - - - - 

Heating capacity kW 13.0 13.0 13.0 13.0 13.0 

Heating range (min. - max.) kW 3.0 – 16.0 3.0 – 16.0 3.0 – 16.0 3.0 – 16.0 3.0 – 16.0 

Power input  kW H 3.43 3.55 3.48 4.48 3.95 

COP W/W 3.79 3.66 3.74 2.90 3.29 

SCOP 4.40 3.92 4.28 4.20 3.90 

Energy efficiency class H - - - - - 

Seasonal electricity consumption kWh/a H - - - - - 



Performance data with Digital Inverter Series 2 6HP Single (1ph) 

Type  4-Way Cassette Standard Duct Under Ceiling Floor Standing 

Outdoor unit RAV- GM1602ATW-E GM1602ATW-E GM1602ATW-E GM1602ATW-E 

Indoor unit RAV- HM1601UTP-E HM1601BTP-E HM1601CTP-E HM1601FT-E 

Cooling capacity kW 14.0 14.0 14.0 14.0 

Cooling range (min. - max.) kW 3.0 - 15.0 3.0 - 15.0 3.0 - 15.0 3.0 - 15.0 

Power input (min. - rated - max.) kW C 0.52 - 5.05 - 6.00 0.64 - 5.26 - 6.00 0.58 - 5.04 - 6.12 0.60 - 5.32 - 6.19 

EER W/W 2.77 2.66 2.78 2.63 

SEER 6.60 5.90 6.25 5.20 

Energy efficiency class C - - - - 

Seasonal electricity consumption kWh/a C 1272 1423 1344 1613 

Heating capacity kW 16.0 16,0 16.0 16.0 

Heating range (min. - max.) kW 3.0 - 17.0 3.0 - 17.0 3.0 - 17.0 3.0 - 17.0 

Power input (min. - rated - max.) kW H 0.67 - 4.72 - 5.47 0.74 - 4.73 - 5.64 0.66 - 4.75 - 5.78 0.70 - 5.65 - 6.16 

COP W/W 3.39 3.38 3.37 2.83 

SCOP 4.40 4.05 4.30 3.90 

Energy efficiency class H - - - - 

Seasonal electricity consumption kWh/a H 2542 2901 2603 2972 

Performance data with Digital Inverter Series 2 6HP Twin Systems (1ph) 

Type  4-Way Cassette Standard Duct Under Ceiling High Wall Floor Standing 

Outdoor unit RAV- GM1602ATW-E GM1602ATW-E GM1602ATW-E GM1602ATW-E GM1602ATW-E 

Indoor unit RAV- HM801UTP-E *2 HM801BTP-E *2 HM801CTP-E *2 HM801KRTP-E *2 HM802FT-E *2 

Cooling capacity kW 14.0 14.0 14.0 14.0 14.0 

Cooling range (min. - max.) kW 3.0 – 15.0 3.0 – 15.0 3.0 – 15.0 3.0 – 15.0 3.0 – 15.0 

Power input  kW C 5.05 5.26 5.04 5.45 5.32 

EER W/W 2.77 2.66 2.78 2.57 2.63 

SEER 6.56 5.86 6.21 5.66 5.15 

Energy efficiency class C - - - - - 

Seasonal electricity consumption kWh/a C - - - - - 

Heating capacity kW 16.0 16.0 16.0 16.0 16.0 

Heating range (min. - max.) kW 3.0 – 17.0 3.0 – 17.0 3.0 – 17.0 3.0 – 17.0 3.0 – 17.0 

Power input  kW H 4.72 4.73 4.75 6.20 5.65 

COP W/W 3.39 3.38 3.37 2.58 2.83 

SCOP 4.40 4.05 4.30 4.20 3.90 

Energy efficiency class H - - - - - 

Seasonal electricity consumption kWh/a H - - - - - 

Performance data with Digital Inverter Series 2 6HP Triple System (1ph) 

Type  4-Way Cassette Standard Duct Under Ceiling High Wall Compact Cassette Floor Standing 

Outdoor unit RAV- GM1602ATW-E GM1602ATW-E GM1602ATW-E GM1602ATW-E GM1602ATW-E GM1602ATW-E 

Indoor unit RAV- HM561UTP-E *2 HM561BTP-E *2 HM561CTP-E *2 HM561KRTP-E *2 HM561MUT-E *2 HM561FT-E *2 

Cooling capacity kW 14.0 14.0 14.0 14.0 14.0 14.0 

Cooling range (min. - max.) kW 3.0 – 15.0 3.0 – 15.0 3.0 – 15.0 3.0 – 15.0 3.0 – 15.0 3.0 – 15.0 

Power input  kW C 5.05 5.26 5.04 5.45 5.49 5.32 

EER W/W 2.77 2.66 2.78 2.57 2.55 2.63 

SEER 6.51 5.83 6.18 5.63 5.46 5.10 

Energy efficiency class C - - - - - - 

Seasonal electricity consumption kWh/a C - - - - - - 

Heating capacity kW 16.0 16.0 16.0 16.0 16.0 16.0 

Heating range (min. - max.) kW 3.0 – 17.0 3.0 – 17.0 3.0 – 17.0 3.0 – 17.0 3.0 – 17.0 3.0 – 17.0 

Power input  kW H 4.72 4.73 4.75 6.20 6.08 5.65 

COP W/W 3.39 3.38 3.37 2.58 2.63 2.83 

SCOP 4.40 4.05 4.30 4.19 4.09 3.90 

Energy efficiency class H - - - - - - 

Seasonal electricity consumption kWh/a H - - - - - - 



Performance data with Digital Inverter Series 2 4HP Single (3ph) 

Type  4-Way Cassette Standard Duct Under Ceiling High Wall Floor Standing 

Outdoor unit RAV- GM1102AT8W-E GM1102AT8W-E GM1102AT8W-E GM1102AT8W-E GM1102AT8W-E 

Indoor unit RAV- HM1101UTP-E HM1101BTP-E HM1101CTP-E HM1101KRTP-E HM1101FT-E 

Cooling capacity kW 9.5 9.5 9.5 9,5 9.5 

Cooling range (min. - max.) kW 3.0 - 11.2 3.0 - 11.2 3.0 - 11.2 3.0 - 11.2 3.0 - 11.2 

Power input (min. - rated - max.) kW C 0.56 - 2.52 - 3.07 0.68 - 2.56 - 3.17 0.62 - 2.55 - 3.25 0.67 - 2.95 - 3.91 0.64 - 2.67 - 3.24 

EER W/W 3.76 3.71 3.72 3.22 3.55 

SEER 7.15 6.00 6.46 6,10 5.88 

Energy efficiency class C A++ A+ A++ A++ A+ 

Seasonal electricity consumption kWh/a C 465 554 514 545 565 

Heating capacity kW 11.2 11,2 11.2 11,2 11.2 

Heating range (min. - max.) kW 3.0 - 13.0 3.0 - 13.0 3.0 - 13.0 3.0 - 13.0 3.0 - 13.0 

Power input (min. - rated - max.) kW H 0.71 - 2.82 - 3.35 0.78 - 2.87 - 3.38 0.70 - 2.83 - 3.45 0.77 - 3.38 - 4.29 0.74 - 3.07 - 3.75 

COP W/W 3.97 3.90 3.95 3.31 3.64 

SCOP 4.29 3.92 4.29 4,20 3.92 

Energy efficiency class H A+ A A+ A+ A 

Seasonal electricity consumption kWh/a H 2609 2999 2609 2666 2960 

Performance data with Digital Inverter Series 2 4HP Twin System (3ph) 

Type  4-Way Cassette Standard Duct Under Ceiling High Wall Compact Cassette Floor Standing 

Outdoor unit RAV- GM1102AT8W-E GM1102AT8W-E GM1102AT8W-E GM1102AT8W-E GM1102AT8W-E GM1102AT8W-E 

Indoor unit RAV- HM561UTP-E *2 HM561BTP-E *2 HM561CTP-E *2 HM561KRTP-E *2 HM561MUT-E *2 HM561FT-E *2 

Cooling capacity kW 9.5 9.5 9.5 9.5 9.5 9.5 

Cooling range (min. - max.) kW 3.0 – 11.2 3.0 – 11.2 3.0 – 11.2 3.0 – 11.2 3.0 – 11.2 3.0 – 11.2 

Power input  kW C 2.52 2.56 2.55 2.95 2.65 2.67 

EER W/W 3.76 3.71 3.72 3.22 3.58 3.55 

SEER 7.03 5.91 6.37 6.01 6.17 5.77 

Energy efficiency class C A++ A+ A++ A+ A++ A+ 

Seasonal electricity consumption kWh/a C - - - - - - 

Heating capacity kW 11.2 11.2 11.2 11.2 11.2 11.2 

Heating range (min. - max.) kW 3.0 – 13.0 3.0 – 13.0 3.0 – 13.0 3.0 – 13.0 3.0 – 13.0 3.0 – 13.0 

Power input  kW H 2.82 2.87 2.83 3.38 3.11 3.07 

COP W/W 3.97 3.90 3.95 3.38 3.11 3.07 

SCOP 4.29 3.92 4.29 4.19 4.06 3.92 

Energy efficiency class H A+ A A+ A+ A+ A 

Seasonal electricity consumption kWh/a H - - - - - - 

Performance data with Digital Inverter Series 2 5HP Single (3ph) 

Type  4-Way Cassette Standard Duct Under Ceiling Floor Standing 

Outdoor unit RAV- GM1402AT8W-E GM1402AT8W-E GM1402AT8W-E GM1402AT8W-E 

Indoor unit RAV- HM1401UTP-E HM1401BTP-E HM1401CTP-E HM1401FT-E 

Cooling capacity kW 12.1 12.1 12.1 12.1 

Cooling range (min. - max.) kW 3.0 - 13.2 3.0 - 13.2 3.0 - 13.2 3.0 - 13.2 

Power input (min. - rated - max.) kW C 0.56 - 3.81 - 4.19 0.68 - 3.94 - 4.48 0.62 - 3.94 - 4.35 0.64 - 4.24 - 4.58 

EER W/W 3.17 3.07 3.07 2.85 

SEER 6.91 5.87 5.87 5.35 

Energy efficiency class C - - - - 

Seasonal electricity consumption kWh/a C 1050 1236 1236 1355 

Heating capacity kW 13.0 13,0 13.0 13.0 

Heating range (min. - max.) kW 3.0 - 16.0 3.0 - 16.0 3.0 - 16.0 3.0 - 16.0 

Power input (min. - rated - max.) kW H 0.71 - 3.39 - 4.51 0.78 - 3.50 - 4.58 0.70 - 3.43 - 4.57 0.74 - 3.89 - 4.99 

COP W/W 3.83 3.71 3.79 3.34 

SCOP 4.30 3.84 4.20 3.90 

Energy efficiency class H - - - - 

Seasonal electricity consumption kWh/a H 2603 3061 2665 2975 



Performance data with Digital Inverter Series 2 5HP Twin Systems (3ph) 

Type  4-Way Cassette Standard Duct Under Ceiling High Wall Floor Standing 

Outdoor unit RAV- GM1402AT8W-E GM1402AT8W-E GM1402AT8W-E GM1402AT8W-E GM1402AT8W-E 

Indoor unit RAV- HM801UTP-E *2 HM801BTP-E *2 HM801CTP-E *2 HM801KRTP-E *2 HM802FT-E *2 

Cooling capacity kW 12.1 12.1 12.1 12.1 12.1 

Cooling range (min. - max.) kW 3.0 – 13.2 3.0 – 13.2 3.0 – 13.2 3.0 – 13.2 3.0 – 13.2 

Power input  kW C 3.81 3.94 3.94 4.13 4.24 

EER W/W 3.17 3.07 3.07 2.93 2.85 

SEER 6.86 5.83 5.83 5.65 5.29 

Energy efficiency class C - - - - - 

Seasonal electricity consumption kWh/a C - - - - - 

Heating capacity kW 13.0 13.0 13.0 13.0 13.0 

Heating range (min. - max.) kW 3.0 – 16.0 3.0 – 16.0 3.0 – 16.0 3.0 – 16.0 3.0 – 16.0 

Power input  kW H 3.39 3.50 3.43 4.42 3.89 

COP W/W 3.83 3.71 3.79 2.94 3.34 

SCOP 4.30 3.84 4.20 4.19 3.90 

Energy efficiency class H - - - - - 

Seasonal electricity consumption kWh/a H - - - - - 

Performance data with Digital Inverter Series 2 6HP Single (3ph) 

Type  4-Way Cassette Standard Duct Under Ceiling Floor Standing 

Outdoor unit RAV- GM1602AT8W-E GM1602AT8W-E GM1602AT8W-E GM1602AT8W-E 

Indoor unit RAV- HM1601UTP-E HM1601BTP-E HM1601CTP-E HM1601FT-E 

Cooling capacity kW 14.0  14.0 14.0  14.0 

Cooling range (min. - max.) kW 3.0 - 15.0 3.0 - 15.0 3.0 - 15.0 3.0 - 15.0 

Power input (min. - rated - max.) kW C 0.56 - 4.92 - 5.90 0.68 - 5.14 - 5.90 0.62 - 4.94 - 6.02 0.64 - 5.22 - 6.09 

EER W/W 2.84  2.72  2.83  2.68  

SEER 6.53  5.80  6.12  5.15  

Energy efficiency class C - - - - 

Seasonal electricity consumption kWh/a C 1286  1448 1372 1630  

Heating capacity kW 16.0  16,0 16.0  16.0 

Heating range (min. - max.) kW 3.0 - 18.0 3.0 -  18.0 3.0 - 18.0 3.0 - 18.0 

Power input (min. - rated - max.) kW H 0.71 - 4.65 - 6.71 0.78 - 4.66 - 6.92 0.70 - 4.68 - 7.09 0.74 - 5.65 - 7.55 

COP W/W 3.44  3.43  3.41  2.83  

SCOP 4.38  3.96  4.22  3.82  

Energy efficiency class H - - - - 

Seasonal electricity consumption kWh/a H 2554  2966 2652 3035  

Performance data with Digital Inverter Series 2 6HP Twin Systems (3ph) 

Type  4-Way Cassette Standard Duct Under Ceiling High Wall Floor Standing 

Outdoor unit RAV- GM1602AT8W-E GM1602AT8W-E GM1602AT8W-E GM1602AT8W-E GM1602AT8W-E 

Indoor unit RAV- HM801UTP-E *2 HM801BTP-E *2 HM801CTP-E *2 HM801KRTP-E *2 HM802FT-E *2 

Cooling capacity kW 14.0 14.0 14.0 14.0 14.0 

Cooling range (min. - max.) kW 3.0 – 15.0 3.0 – 15.0 3.0 – 15.0 3.0 – 15.0 3.0 – 15.0 

Power input  kW C 4.92 5.14 4.94 5.34 5.22 

EER W/W 2.84 2.72 2.83 2.62 2.68 

SEER 6.49 5.76 6.08 5.56 5.09 

Energy efficiency class C - - - - - 

Seasonal electricity consumption kWh/a C - - - - - 

Heating capacity kW 16.0 16.0 16.0 16.0 16.0 

Heating range (min. - max.) kW 3.0 – 18.0 3.0 – 18.0 3.0 – 18.0 3.0 – 18.0 3.0 – 18.0 

Power input  kW H 4.65 4.66 4.68 6.08 5.65 

COP W/W 3.44 3.43 3.41 2.63 2.83 

SCOP 4.38 3.96 4.22 4.16 3.82 

Energy efficiency class H - - - - - 

Seasonal electricity consumption kWh/a H - - - - - 



Performance data with Digital Inverter Series 2 6HP Triple System (3ph) 

Type  4-Way Cassette Standard Duct Under Ceiling High Wall Compact Cassette Floor Standing 

Outdoor unit RAV- GM1602AT8W-E GM1602AT8W-E GM1602AT8W-E GM1602AT8W-E GM1602AT8W-E GM1602AT8W-E 

Indoor unit RAV- HM561UTP-E *2 HM561BTP-E *2 HM561CTP-E *2 HM561KRTP-E *2 HM561MUT-E *2 HM561FT-E *2 

Cooling capacity kW 14.0 14.0 14.0 14.0 14.0 14.0 

Cooling range (min. - max.) kW 3.0 – 15.0 3.0 – 15.0 3.0 – 15.0 3.0 – 15.0 3.0 – 15.0 3.0 – 15.0 

Power input  kW C 4.92 5.14 4.94 5.34 5.38 5.22 

EER W/W 2.84 2.72 2.83 2.62 2.60 2.68 

SEER 6.44 5.73 6.05 5.53 5.37 5.05 

Energy efficiency class C - - - - - - 

Seasonal electricity consumption kWh/a C - - - - - - 

Heating capacity kW 16.0 16.0 16.0 16.0 16.0 16.0 

Heating range (min. - max.) kW 3.0 – 18.0 3.0 – 18.0 3.0 – 18.0 3.0 – 18.0 3.0 – 18.0 3.0 – 18.0 

Power input  kW H 4.65 4.66 4.68 6.08 5.97 5.65 

COP W/W 3.44 3.43 3.41 2.63 2.68 2.83 

SCOP 4.38 3.96 4.22 4.16 4.06 3.82 

Energy efficiency class H - - - - - - 

Seasonal electricity consumption kWh/a H - - - - - - 

Fo
yo
r further information please contact our customer support team on 0870 843 0333, your local representative,
ur supplier of Toshiba products or email any enquiries to: - general.enquiries@toshiba-ac.com


